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Fire Marshal Division

April 3, 2025
Re:
Serenity Amenity

325 Streamside Terrace

Fuquay-Varina, NC 27526

Application Number BCOM2503-0007
To Whom It May Concern,
Thank you for submitting the plans for the new Amenity Center. The plans have been carefully reviewed by a qualified code enforcement official to examine for compliance with the North Carolina Fire Prevention Code and all other fire protection regulatory documents.  There are some items that were found during the plan review process that need to be addressed before a final inspection of the new facility can be given.  These items are outlined and described below.
· Fire Extinguishers
·  The fire extinguishers provided shall have a minimum rating of 2A10BC and shall not be mounted higher than 5 feet above the finished floor level.
·  All fire extinguishers shall be properly mounted and tagged by a fire extinguisher company. 

· Address Numbers
· The physical address shall be installed on the building so that it is visible from the street. Minimum 6” in height and a contrasting color.
· Knox Box
· A Knox Box installation is required for this building

· An order form can be obtained from this office or the box can be order online at www.knoxbox.com.

· Panic Hardware
· UL 305 listed panic hardware is required on exit doors serving a room/space with an occupant load >50. 
· Occupant Load Posting
· The occupant load posting shall be provided by the Fire Marshal’s Office at fire final inspection.

· Means of Egress Illumination

· The means of egress illumination shall not be less than 1 foot-candle at the walking surface.
· Hazard Identification Signs
· Ensure that all required Hazard identification signage is installed as it regards to pool chemical storage.
· 503 Fire Apparatus Access Roads
· A 20’ fire department access road shall extend to within 150’ of all portions of the facility and all portions of the exterior walls of the first story of the building.
· Automatic fire-extinguishing systems.
· A construction permit is required for the fire sprinkler system installation before any such work commences.  Submit complete construction documents that include the hydraulic calculations for the system. The system shall also be designed consistent with the architectural design documents and specifications.  Construction documents shall include detail as described in NFPA 13 standard for automatic sprinkler system installation. Contractor must obtain construction permit for the fire sprinkler system before commencement of any work.
· Fire alarm construction permits.

· A construction permit is required for the fire alarm installation.  Submit complete shop drawings consistent with the architectural design documents and specifications.  Shop drawings shall include detail as described in Section 907.1.2 of the NC State Fire Code.  Contractor must obtain the construction permit for the fire alarm system before commencement of any work.
· Notification devices (horn/strobes) were not shown on generic fire alarm plans submitted.
· Need to submit battery calculations for fire alarm system.
· Duct Smoke detectors.

· Smoke detectors installed in ducts shall be listed for the air velocity, temperature and humidity present in the duct. Duct smoke detectors shall be connected to the building’s fire alarm control unit when a fire alarm system is required.  Activation of a duct smoke detector shall initiate a visible and audible supervisory signal at a constantly attended location and shall perform the intended fire safety function in accordance with this code and the International Mechanical Code. Duct smoke detectors shall not be used as a substitute for required open area detection.
· Acceptance tests. 

· A complete acceptance test is required to be witnessed by a representative from the fire marshal’s office in conjunction with the installing contractor for each of the following.  Notify the fire marshal’s office in advance to schedule a test.  (910) 893-0743. 

· Visual Inspection of Underground Line (with proper restraints)

· Hydrostatic Test and Flush of Underground Line

· Above Ceiling Inspection of ALL pipe and fittings

· Hydrostatic Test of ALL piping

· Pump Certification Test

· Flow Test of sprinkler/standpipe system

· Standpipe Certification

· 100 % test of Fire Alarm System

· Fire and Smoke Damper Testing

· Acceptance Test of Kitchen Fire Suppression System if applicable.

· Emergency generator(s) if applicable.
· Record of completion. 

· A record of completion in accordance with NFPA 72 verifying that the system has been installed in accordance with the approved plans and specifications shall be provided.
· Notes
· A final fire inspection is required.

· Schedule all fire inspections through the Fire Marshal’s Office.
(919) 893-0740.
Thank you again for submitting the plans for the new Amenity Center. Please review the plans and adhere to any notes and alterations that were made in addition to the original drawings.  These remarks are for the plans that were submitted and its original intent. These remarks do not apply if the original intent changes or what was submitted on the above date changes. If you have any questions, please do not hesitate to call this office. 

Sincerely,
Roger Sullivan
Roger Sullivan
Deputy Fire Marshal

rsullivan@harnett.org

