
SHEET NUMBER

OF2 3

2X4 STUD

2X4 BASE PLATE

SIDING AS SPEC. 

BAND

2X6 TREATED SILL

4" CONC. BLOCK

REINFORCED AS REQ.

BY LOCAL CODES

BRICK CURTAIN

FOUNDATION WALL DETAIL
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Typ. 1'-8" Wide

Continuous Footing

Minimum 12" Below

Grade

Sink

D/W

WASHER

Existing House

Deck

Foundation Plan
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8'-8"

21'-6"

4" Concrete Slab

Over Compacted Fill.

Provide Treated Band

and Flaching at Porch

Minimum Access To

Crawl Space 18" x 24"

Unless Required for

Mechanical Access

(Location Optional)

IT IS THE SOLE RESPONSIBILITY OF THE CONTRACTOR AND/OR BUILDER TO CONFORM

TO ALL STANDARDS, PROVISIONS, REQUIREMENTS, METHODS OF CONSTRUCTION AND

USES OF MATERIALS PROVIDED IN BUILDINGS AND/ OR STRUCTURES REQUIRED OF THE

NC STATE BUILDING CODE, ANY OTHER LOCAL AGENCIES AND IN ACCORDANCE WITH

GOOD ENGINEERING AND CONSTRUCTION PRACTICE. VERIFY ALL DIMINSIONS AND

CONTACT DESIGNER OF ANY DISCREPANCIES PRIOR TO CONSTRUCTION.


