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4X8 TIMBERS, (TYP)
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4X8 TIMBERS, (TYP)
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24"-32" O.C 
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(4) 3/8" X 5" LEDGERLOKS, TYP AT ALL RAFTER/HIP CONNECTIONS
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10"X10" POST ON 2X2X3" FOOTINGS PER DETAIL

andyt
Rectangle

andyt
Image

andyt
Architect
Foundation Notes:Assumed soil load bearing capacity = 2000 PSFMinimum 28 day f'c of concrete = 3000 PSIFoundations to be built in accordance with NCRC 2018, CH 4 
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4X8 TIMBERS HIPS
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A.A. TAKLA ENGINEERING, PLLCNC FIRM LICENSE NO. P-1446718 ARNETTE AVE. DURHAM, NC 27701 919-423-0470ENGINEERS SEAL APPLIES ONLY TO STRUCTURALCOMPONENTS ON THIS DOCUMENT. SEAL DOES NOT INCLUDE CONSTRUCTION MEANS, METHODS, TECHNIQUES, SEQUENCES, PROCEDURES, OR SAFETY PRECAUTIONS. ANY DEVIATIONS OR DISCREPANCIES ON PLANS ARE TO BE BROUGHT TO THE IMMEDIATE ATTENTION OF A. A. TAKLA ENGINEERING, PLLC. FAILURE TO DO SO WILL VOID LIABILITY. SEAL IS VALID FOR ONE YEAR FROM THE DATE OF SEAL. 
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1X4 CYPRESS SKIP SHEATHING
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