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Sevier, Scott
September 24,2021


Re:


My license renewal date for the state of North Carolina is   December 31, 2021.


KB Home 150.1910.A


The truss drawing(s) referenced below have been prepared by Truss Engineering Co. under my direct supervision
based on the parameters provided by   84 Components - #2383.


  
  
               


North Carolina COA: C-0844


IMPORTANT NOTE:                                             The seal on these truss component designs is a certification 
that the engineer named is licensed in the jurisdiction(s) identified and that the 
designs comply with ANSI/TPI 1.  These designs are based upon parameters 
shown (e.g., loads, supports, dimensions, shapes and design codes), which were 
given to MiTek or TRENCO.   Any project specific information included is for MiTek's or 
TRENCO's customers file reference purpose only, and was not taken into account in the 
preparation of these designs.  MiTek or TRENCO has not independently verified the 
applicability of the design parameters or the designs for any particular building.  Before use,
the building designer should verify applicability of design parameters and properly 
incorporate these designs into the overall building design per ANSI/TPI 1, Chapter 2.







Design valid for use only with MiTek® connectors. This design is based only upon parameters shown, and is for an individual building component, not 
a truss system. Before use, the building designer must verify the applicability of design parameters and properly incorporate this design into the overall 
building design.  Bracing indicated is to prevent buckling of individual truss web and/or chord members only.  Additional temporary and permanent bracing 
is always required for stability and to prevent collapse with possible personal injury and property damage.  For general guidance regarding the 
fabrication, storage, delivery, erection and bracing of trusses and truss systems, see ANSI/TPI1 Quality Criteria, DSB-89 and BCSI Building Component


available from Truss Plate Institute, 2670 Crain Highway, Suite 203 Waldorf, MD 20601Safety Information


WARNING - Verify design parameters and READ NOTES ON THIS AND INCLUDED MITEK REFERENCE PAGE MII-7473 rev. 5/19/2020 BEFORE USE.
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LOADING (psf)
TCLL (roof)
Snow (Pf/Pg)
TCDL
BCLL
BCDL


20.0
16.5/15.0


10.0
0.0  *


10.0


SPACING-
Plate Grip DOL
Lumber DOL     
Rep Stress Incr
Code


2-0-0
1.15
1.15
YES


IRC2015/TPI2014


CSI.
TC
BC
WB
Matrix-S


0.57
0.50
0.76


DEFL.
Vert(LL)
Vert(CT)
Horz(CT)


in
-0.09
-0.21
0.02


(loc)
2-19
2-19


15


l/defl
>999
>999


n/a


L/d
240
180
n/a


PLATES
MT20


Weight: 349 lb  FT = 20%


GRIP
197/144


LUMBER-
TOP CHORD 2x6 SP No.2
BOT CHORD 2x6 SP No.2
WEBS 2x4 SP No.3 *Except* 


6-15: 2x4 SP No.2 or 2x4 SPF No.2


BRACING-
TOP CHORD Structural wood sheathing directly applied or 5-6-13 oc purlins,


except 
2-0-0 oc purlins (10-0-0 max.): 6-7.


BOT CHORD Rigid ceiling directly applied or 6-0-0 oc bracing.
WEBS 1 Row at midpt 5-17, 7-15, 8-15


2 Rows at 1/3 pts 6-15
REACTIONS.     (size) 11=0-3-8, 15=(0-3-8 + H10A Simpson Strong-Tie)  (req. 0-4-0), 2=0-3-8


Max Horz 2=149(LC 16)
Max Uplift 11=-98(LC 17), 15=-20(LC 16), 2=-90(LC 16)
Max Grav 11=585(LC 55), 15=2557(LC 3), 2=964(LC 54)


FORCES. (lb) - Max. Comp./Max. Ten. - All forces 250 (lb) or less except when shown.
TOP CHORD 2-3=-1433/152, 3-5=-1156/143, 5-6=-359/160, 6-7=0/716, 7-8=0/884, 8-10=-329/202, 


10-11=-609/168
BOT CHORD 2-19=-193/1214, 17-19=-62/712, 15-17=-31/340, 13-15=-312/133, 11-13=-59/483
WEBS 3-19=-410/190, 5-19=-21/613, 5-17=-795/187, 6-17=-45/862, 7-15=-777/123, 


8-15=-804/188, 8-13=-19/621, 10-13=-424/190, 6-15=-1374/130


NOTES-
1) Unbalanced roof live loads have been considered for this design.
2) Wind: ASCE 7-10; Vult=120mph Vasd=95mph; TCDL=6.0psf; BCDL=6.0psf; h=25ft; Cat. II; Exp B; Enclosed; MWFRS (envelope)


gable end zone and C-C Exterior(2) -0-10-8 to 3-11-2, Interior(1) 3-11-2 to 20-0-0, Exterior(2) 20-0-0 to 26-9-7, Interior(1) 26-9-7 to
28-0-0, Exterior(2) 28-0-0 to 34-9-7, Interior(1) 34-9-7 to 48-10-8 zone;C-C for members and forces & MWFRS for reactions shown;
Lumber DOL=1.60 plate grip DOL=1.60


3) TCLL: ASCE 7-10; Pr=20.0 psf (roof live load: Lumber DOL=1.15 Plate DOL=1.15); Pg=15.0 psf (ground snow); Pf=16.5 psf (flat
roof snow: Lumber DOL=1.15 Plate DOL=1.15); Category II; Exp B; Partially Exp.; Ct=1.10, Lu=50-0-0; Min. flat roof snow load
governs.  Rain surcharge applied to all exposed surfaces with slopes less than 0.500/12 in accordance with IBC 1608.3.4.


4) Unbalanced snow loads have been considered for this design. 
5) This truss has been designed for greater of min roof live load of 12.0 psf or 1.00 times flat roof load of 11.6 psf on overhangs


non-concurrent with other live loads.
6) Provide adequate drainage to prevent water ponding.
7) This truss has been designed for a 10.0 psf bottom chord live load nonconcurrent with any other live loads.
8) * This truss has been designed for a live load of 20.0psf on the bottom chord in all areas where a rectangle 3-6-0 tall by 2-0-0 wide


will fit between the bottom chord and any other members, with BCDL = 10.0psf.
9) H10A Simpson Strong-Tie connectors recommended to connect truss to bearing walls due to UPLIFT at jt(s) 15. This connection is


for uplift only and does not consider lateral forces.
10) One H2.5A Simpson Strong-Tie connectors recommended to connect truss to bearing walls due to UPLIFT at jt(s) 11 and 2. This


connection is for uplift only and does not consider lateral forces.
11) Graphical purlin representation does not depict the size or the orientation of the purlin along the top and/or bottom chord.


September 24,2021







Design valid for use only with MiTek® connectors. This design is based only upon parameters shown, and is for an individual building component, not 
a truss system. Before use, the building designer must verify the applicability of design parameters and properly incorporate this design into the overall 
building design.  Bracing indicated is to prevent buckling of individual truss web and/or chord members only.  Additional temporary and permanent bracing 
is always required for stability and to prevent collapse with possible personal injury and property damage.  For general guidance regarding the 
fabrication, storage, delivery, erection and bracing of trusses and truss systems, see ANSI/TPI1 Quality Criteria, DSB-89 and BCSI Building Component


available from Truss Plate Institute, 2670 Crain Highway, Suite 203 Waldorf, MD 20601Safety Information


WARNING - Verify design parameters and READ NOTES ON THIS AND INCLUDED MITEK REFERENCE PAGE MII-7473 rev. 5/19/2020 BEFORE USE.
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Plate Offsets (X,Y)--  [6:0-3-0,0-3-4], [7:0-3-8,0-3-0], [15:0-1-12,0-2-4], [18:0-2-4,0-2-0]


LOADING (psf)
TCLL (roof)
Snow (Pf/Pg)
TCDL
BCLL
BCDL


20.0
16.5/15.0


10.0
0.0  *


10.0


SPACING-
Plate Grip DOL
Lumber DOL     
Rep Stress Incr
Code


2-0-0
1.15
1.15
YES


IRC2015/TPI2014


CSI.
TC
BC
WB
Matrix-S


0.59
0.51
0.64


DEFL.
Vert(LL)
Vert(CT)
Horz(CT)
Attic


in
-0.35
-0.64
0.09
0.04


(loc)
18-20
18-20


11
15-16


l/defl
>941
>512


n/a
422


L/d
240
180
n/a


360


PLATES
MT20


Weight: 373 lb  FT = 20%


GRIP
197/144


LUMBER-
TOP CHORD 2x6 SP No.2
BOT CHORD 2x6 SP DSS *Except* 


15-18: 2x6 SP No.2
WEBS 2x4 SP No.3 *Except* 


6-18,7-15: 2x4 SP No.2 or 2x4 SPF No.2


BRACING-
TOP CHORD Structural wood sheathing directly applied or 3-6-12 oc purlins,


except 
2-0-0 oc purlins (4-6-6 max.): 6-7.


BOT CHORD Rigid ceiling directly applied or 10-0-0 oc bracing.
WEBS 1 Row at midpt 5-18, 8-15, 21-22
JOINTS 1 Brace at Jt(s): 21, 22


REACTIONS.     (size) 2=0-3-8, 11=0-3-8, 16=0-3-8
Max Horz 2=-149(LC 17)
Max Uplift 2=-144(LC 16), 11=-18(LC 16), 16=-146(LC 17)
Max Grav 2=1844(LC 57), 11=1708(LC 3), 16=910(LC 58)


FORCES. (lb) - Max. Comp./Max. Ten. - All forces 250 (lb) or less except when shown.
TOP CHORD 2-3=-3464/269, 3-5=-3230/266, 5-6=-2402/285, 6-7=-2081/299, 7-8=-2274/297, 


8-10=-2875/264, 10-11=-3101/262
BOT CHORD 2-20=-296/3008, 18-20=-166/2563, 16-18=-39/2078, 15-16=-0/1956, 13-15=-46/2317, 


11-13=-127/2706
WEBS 3-20=-359/186, 5-20=-24/658, 5-18=-883/193, 18-21=-44/817, 6-21=-15/814, 


15-22=-74/582, 7-22=-49/627, 8-15=-691/203, 8-13=-38/532, 10-13=-396/191


NOTES-
1) Unbalanced roof live loads have been considered for this design.
2) Wind: ASCE 7-10; Vult=120mph Vasd=95mph; TCDL=6.0psf; BCDL=6.0psf; h=25ft; Cat. II; Exp B; Enclosed; MWFRS (envelope)


gable end zone and C-C Exterior(2) -0-10-8 to 3-11-2, Interior(1) 3-11-2 to 20-0-0, Exterior(2) 20-0-0 to 26-9-7, Interior(1) 26-9-7 to
28-0-0, Exterior(2) 28-0-0 to 34-9-7, Interior(1) 34-9-7 to 48-10-8 zone;C-C for members and forces & MWFRS for reactions shown;
Lumber DOL=1.60 plate grip DOL=1.60


3) TCLL: ASCE 7-10; Pr=20.0 psf (roof live load: Lumber DOL=1.15 Plate DOL=1.15); Pg=15.0 psf (ground snow); Pf=16.5 psf (flat
roof snow: Lumber DOL=1.15 Plate DOL=1.15); Category II; Exp B; Partially Exp.; Ct=1.10, Lu=50-0-0; Min. flat roof snow load
governs.  Rain surcharge applied to all exposed surfaces with slopes less than 0.500/12 in accordance with IBC 1608.3.4.


4) Unbalanced snow loads have been considered for this design. 
5) This truss has been designed for greater of min roof live load of 12.0 psf or 1.00 times flat roof load of 11.6 psf on overhangs


non-concurrent with other live loads.
6) Provide adequate drainage to prevent water ponding.
7) This truss has been designed for a 10.0 psf bottom chord live load nonconcurrent with any other live loads.
8) * This truss has been designed for a live load of 20.0psf on the bottom chord in all areas where a rectangle 3-6-0 tall by 2-0-0 wide


will fit between the bottom chord and any other members, with BCDL = 10.0psf.
9) Ceiling dead load (5.0 psf) on member(s). 21-22
10) Bottom chord live load (40.0 psf) and additional bottom chord dead load (0.0 psf) applied only to room. 16-18, 15-16
11) One H2.5A Simpson Strong-Tie connectors recommended to connect truss to bearing walls due to UPLIFT at jt(s) 2, 11, and 16.


This connection is for uplift only and does not consider lateral forces.
12) Graphical purlin representation does not depict the size or the orientation of the purlin along the top and/or bottom chord.
13) ATTIC SPACE SHOWN IS DESIGNED AS UNINHABITABLE.


September 24,2021







Design valid for use only with MiTek® connectors. This design is based only upon parameters shown, and is for an individual building component, not 
a truss system. Before use, the building designer must verify the applicability of design parameters and properly incorporate this design into the overall 
building design.  Bracing indicated is to prevent buckling of individual truss web and/or chord members only.  Additional temporary and permanent bracing 
is always required for stability and to prevent collapse with possible personal injury and property damage.  For general guidance regarding the 
fabrication, storage, delivery, erection and bracing of trusses and truss systems, see ANSI/TPI1 Quality Criteria, DSB-89 and BCSI Building Component


available from Truss Plate Institute, 2670 Crain Highway, Suite 203 Waldorf, MD 20601Safety Information


WARNING - Verify design parameters and READ NOTES ON THIS AND INCLUDED MITEK REFERENCE PAGE MII-7473 rev. 5/19/2020 BEFORE USE.
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Plate Offsets (X,Y)--  [12:0-3-0,0-4-0], [16:0-3-0,0-4-0], [32:0-4-0,0-4-8], [38:0-4-0,0-4-8], [44:0-4-0,0-4-8]


LOADING (psf)
TCLL (roof)
Snow (Pf/Pg)
TCDL
BCLL
BCDL


20.0
16.5/15.0


10.0
0.0  *


10.0


SPACING-
Plate Grip DOL
Lumber DOL     
Rep Stress Incr
Code


2-0-0
1.15
1.15
YES


IRC2015/TPI2014


CSI.
TC
BC
WB
Matrix-S


0.07
0.05
0.18


DEFL.
Vert(LL)
Vert(CT)
Horz(CT)


in
0.00
0.00
0.01


(loc)
27
27
26


l/defl
n/r
n/r
n/a


L/d
120
120
n/a


PLATES
MT20


Weight: 435 lb  FT = 20%


GRIP
244/190


LUMBER-
TOP CHORD 2x6 SP No.2
BOT CHORD 2x6 SP No.2
OTHERS 2x4 SP No.3


BRACING-
TOP CHORD Structural wood sheathing directly applied or 6-0-0 oc purlins, except


2-0-0 oc purlins (6-0-0 max.): 12-16.
BOT CHORD Rigid ceiling directly applied or 10-0-0 oc bracing.
WEBS 1 Row at midpt 16-36, 15-37, 14-38, 13-39, 12-40, 11-41,


17-35
REACTIONS. All bearings 48-0-0.


(lb) - Max Horz 2=149(LC 16)
Max Uplift   All uplift 100 lb or less at joint(s) 37, 38, 39, 41, 42, 43, 44, 45, 46, 47, 48, 35, 34, 33, 32, 31, 


30, 29, 28, 2
Max Grav   All reactions 250 lb or less at joint(s) 26, 36, 37, 38, 39, 40, 41, 42, 43, 44, 45, 46, 47, 35, 34, 


33, 32, 31, 30, 29, 2 except 48=310(LC 54), 28=310(LC 55)


FORCES. (lb) - Max. Comp./Max. Ten. - All forces 250 (lb) or less except when shown.
TOP CHORD 10-11=-91/258, 11-12=-103/293, 12-13=-92/282, 13-14=-91/282, 14-15=-91/282, 


15-16=-92/282, 16-17=-103/296, 17-18=-91/261


NOTES-
1) Unbalanced roof live loads have been considered for this design.
2) Wind: ASCE 7-10; Vult=120mph Vasd=95mph; TCDL=6.0psf; BCDL=6.0psf; h=25ft; Cat. II; Exp B; Enclosed; MWFRS (envelope)


gable end zone and C-C Corner(3) -0-10-8 to 4-0-0, Exterior(2) 4-0-0 to 20-0-0, Corner(3) 20-0-0 to 24-9-10, Exterior(2) 24-9-10 to
28-0-0, Corner(3) 28-0-0 to 32-9-10, Exterior(2) 32-9-10 to 48-10-8 zone;C-C for members and forces & MWFRS for reactions
shown; Lumber DOL=1.60 plate grip DOL=1.60


3) Truss designed for wind loads in the plane of the truss only.  For studs exposed to wind (normal to the face), see Standard Industry
Gable End Details as applicable, or consult qualified building designer as per ANSI/TPI 1.


4) TCLL: ASCE 7-10; Pr=20.0 psf (roof live load: Lumber DOL=1.15 Plate DOL=1.15); Pg=15.0 psf (ground snow); Pf=16.5 psf (flat
roof snow: Lumber DOL=1.15 Plate DOL=1.15); Category II; Exp B; Partially Exp.; Ct=1.10, Lu=50-0-0; Min. flat roof snow load
governs.  Rain surcharge applied to all exposed surfaces with slopes less than 0.500/12 in accordance with IBC 1608.3.4.


5) Unbalanced snow loads have been considered for this design. 
6) This truss has been designed for greater of min roof live load of 12.0 psf or 1.00 times flat roof load of 11.6 psf on overhangs


non-concurrent with other live loads.
7) Provide adequate drainage to prevent water ponding.
8) All plates are 2x4 MT20 unless otherwise indicated.
9) Gable requires continuous bottom chord bearing. 
10) Gable studs spaced at 2-0-0 oc.
11) This truss has been designed for a 10.0 psf bottom chord live load nonconcurrent with any other live loads.
12) * This truss has been designed for a live load of 20.0psf on the bottom chord in all areas where a rectangle 3-6-0 tall by 2-0-0 wide


will fit between the bottom chord and any other members.
13) 


14) Graphical purlin representation does not depict the size or the orientation of the purlin along the top and/or bottom chord.


n/a
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Design valid for use only with MiTek® connectors. This design is based only upon parameters shown, and is for an individual building component, not 
a truss system. Before use, the building designer must verify the applicability of design parameters and properly incorporate this design into the overall 
building design.  Bracing indicated is to prevent buckling of individual truss web and/or chord members only.  Additional temporary and permanent bracing 
is always required for stability and to prevent collapse with possible personal injury and property damage.  For general guidance regarding the 
fabrication, storage, delivery, erection and bracing of trusses and truss systems, see ANSI/TPI1 Quality Criteria, DSB-89 and BCSI Building Component


available from Truss Plate Institute, 2670 Crain Highway, Suite 203 Waldorf, MD 20601Safety Information


WARNING - Verify design parameters and READ NOTES ON THIS AND INCLUDED MITEK REFERENCE PAGE MII-7473 rev. 5/19/2020 BEFORE USE.
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Plate Offsets (X,Y)--  [6:0-3-0,0-3-4], [7:0-3-8,0-3-0], [15:0-1-12,0-2-4], [17:0-2-0,0-2-0]


LOADING (psf)
TCLL (roof)
Snow (Pf/Pg)
TCDL
BCLL
BCDL


20.0
16.5/15.0


10.0
0.0  *


10.0


SPACING-
Plate Grip DOL
Lumber DOL     
Rep Stress Incr
Code


2-0-0
1.15
1.15
YES


IRC2015/TPI2014


CSI.
TC
BC
WB
Matrix-S


0.59
0.50
0.88


DEFL.
Vert(LL)
Vert(CT)
Horz(CT)
Attic


in
-0.35
-0.65
0.08


-0.18


(loc)
17-19
17-19


11
15-17


l/defl
>999
>676


n/a
568


L/d
240
180
n/a


360


PLATES
MT20


Weight: 374 lb  FT = 20%


GRIP
197/144


LUMBER-
TOP CHORD 2x6 SP No.2
BOT CHORD 2x6 SP DSS *Except* 


15-17: 2x6 SP No.2
WEBS 2x4 SP No.3 *Except* 


6-17,7-15: 2x4 SP No.2 or 2x4 SPF No.2


BRACING-
TOP CHORD Structural wood sheathing directly applied or 3-6-4 oc purlins, except


2-0-0 oc purlins (4-5-8 max.): 6-7.
BOT CHORD Rigid ceiling directly applied or 10-0-0 oc bracing.
WEBS 1 Row at midpt 5-17, 8-15, 20-21
JOINTS 1 Brace at Jt(s): 20, 21


REACTIONS.     (size) 13=0-3-8, 2=0-3-8, 11=0-3-0
Max Horz 2=-149(LC 17)
Max Uplift 13=-192(LC 17), 2=-120(LC 16), 11=-74(LC 16)
Max Grav 13=1264(LC 58), 2=1875(LC 3), 11=1306(LC 3)


FORCES. (lb) - Max. Comp./Max. Ten. - All forces 250 (lb) or less except when shown.
TOP CHORD 2-3=-3531/242, 3-5=-3297/248, 5-6=-2471/265, 6-7=-2141/282, 7-8=-2391/275, 


8-10=-2080/261, 10-11=-2234/259
BOT CHORD 2-19=-251/3067, 17-19=-119/2624, 15-17=0/2112, 13-15=-75/1943, 11-13=-160/1940
WEBS 3-19=-357/186, 5-19=-31/656, 5-17=-877/199, 17-20=-23/862, 6-20=0/858, 


15-21=-43/609, 7-21=-18/655, 8-15=-40/382, 8-13=-853/174, 10-13=-430/197


NOTES-
1) Unbalanced roof live loads have been considered for this design.
2) Wind: ASCE 7-10; Vult=120mph Vasd=95mph; TCDL=6.0psf; BCDL=6.0psf; h=25ft; Cat. II; Exp B; Enclosed; MWFRS (envelope)


gable end zone and C-C Exterior(2) -0-10-8 to 3-11-2, Interior(1) 3-11-2 to 20-0-0, Exterior(2) 20-0-0 to 26-9-7, Interior(1) 26-9-7 to
28-0-0, Exterior(2) 28-0-0 to 34-9-7, Interior(1) 34-9-7 to 48-10-8 zone;C-C for members and forces & MWFRS for reactions shown;
Lumber DOL=1.60 plate grip DOL=1.60


3) TCLL: ASCE 7-10; Pr=20.0 psf (roof live load: Lumber DOL=1.15 Plate DOL=1.15); Pg=15.0 psf (ground snow); Pf=16.5 psf (flat
roof snow: Lumber DOL=1.15 Plate DOL=1.15); Category II; Exp B; Partially Exp.; Ct=1.10, Lu=50-0-0; Min. flat roof snow load
governs.  Rain surcharge applied to all exposed surfaces with slopes less than 0.500/12 in accordance with IBC 1608.3.4.


4) Unbalanced snow loads have been considered for this design. 
5) This truss has been designed for greater of min roof live load of 12.0 psf or 1.00 times flat roof load of 11.6 psf on overhangs


non-concurrent with other live loads.
6) Provide adequate drainage to prevent water ponding.
7) All plates are 4x6 MT20 unless otherwise indicated.
8) This truss has been designed for a 10.0 psf bottom chord live load nonconcurrent with any other live loads.
9) * This truss has been designed for a live load of 20.0psf on the bottom chord in all areas where a rectangle 3-6-0 tall by 2-0-0 wide


will fit between the bottom chord and any other members, with BCDL = 10.0psf.
10) Ceiling dead load (5.0 psf) on member(s). 20-21
11) Bottom chord live load (40.0 psf) and additional bottom chord dead load (0.0 psf) applied only to room. 15-17
12) One H2.5A Simpson Strong-Tie connectors recommended to connect truss to bearing walls due to UPLIFT at jt(s) 13, 2, and 11.


This connection is for uplift only and does not consider lateral forces.
13) Graphical purlin representation does not depict the size or the orientation of the purlin along the top and/or bottom chord.
14) ATTIC SPACE SHOWN IS DESIGNED AS UNINHABITABLE.


September 24,2021







Design valid for use only with MiTek® connectors. This design is based only upon parameters shown, and is for an individual building component, not 
a truss system. Before use, the building designer must verify the applicability of design parameters and properly incorporate this design into the overall 
building design.  Bracing indicated is to prevent buckling of individual truss web and/or chord members only.  Additional temporary and permanent bracing 
is always required for stability and to prevent collapse with possible personal injury and property damage.  For general guidance regarding the 
fabrication, storage, delivery, erection and bracing of trusses and truss systems, see ANSI/TPI1 Quality Criteria, DSB-89 and BCSI Building Component


available from Truss Plate Institute, 2670 Crain Highway, Suite 203 Waldorf, MD 20601Safety Information


WARNING - Verify design parameters and READ NOTES ON THIS AND INCLUDED MITEK REFERENCE PAGE MII-7473 rev. 5/19/2020 BEFORE USE.
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LOADING (psf)
TCLL (roof)
Snow (Pf/Pg)
TCDL
BCLL
BCDL


20.0
16.5/15.0


10.0
0.0  *


10.0


SPACING-
Plate Grip DOL
Lumber DOL     
Rep Stress Incr
Code


2-0-0
1.15
1.15
YES


IRC2015/TPI2014


CSI.
TC
BC
WB
Matrix-S


0.57
0.68
0.89


DEFL.
Vert(LL)
Vert(CT)
Horz(CT)


in
-0.15
-0.27
0.08


(loc)
18-20


2-20
13


l/defl
>999
>999


n/a


L/d
240
180
n/a


PLATES
MT20


Weight: 355 lb  FT = 20%


GRIP
197/144


LUMBER-
TOP CHORD 2x6 SP No.2
BOT CHORD 2x6 SP No.2
WEBS 2x4 SP No.3 *Except* 


6-16: 2x4 SP No.2 or 2x4 SPF No.2


BRACING-
TOP CHORD Structural wood sheathing directly applied or 3-8-3 oc purlins, except


2-0-0 oc purlins (5-2-5 max.): 6-7.
BOT CHORD Rigid ceiling directly applied or 10-0-0 oc bracing,   Except:  


6-0-0 oc bracing: 11-13.
WEBS 1 Row at midpt 5-18, 6-16


REACTIONS.     (size) 2=0-3-8, 13=(0-3-8 + H10A Simpson Strong-Tie)  (req. 0-3-11), 11=0-3-0
Max Horz 2=149(LC 16)
Max Uplift 2=-103(LC 16), 13=-51(LC 17), 11=-232(LC 56)
Max Grav 2=1705(LC 2), 13=2345(LC 2), 11=21(LC 16)


FORCES. (lb) - Max. Comp./Max. Ten. - All forces 250 (lb) or less except when shown.
TOP CHORD 2-3=-3036/251, 3-5=-2785/257, 5-6=-2044/284, 6-7=-1540/275, 7-8=-1783/263, 


8-10=-1337/174, 10-11=-76/935
BOT CHORD 2-20=-217/2637, 18-20=-86/2193, 16-18=0/1755, 14-16=-35/1406, 13-14=0/446, 


11-13=-749/121
WEBS 3-20=-383/190, 5-20=-20/590, 6-18=-47/857, 5-18=-781/186, 7-16=0/475, 8-16=-22/330,


 8-14=-758/106, 10-14=0/1137, 6-16=-446/97, 10-13=-2466/215


NOTES-
1) Unbalanced roof live loads have been considered for this design.
2) Wind: ASCE 7-10; Vult=120mph Vasd=95mph; TCDL=6.0psf; BCDL=6.0psf; h=25ft; Cat. II; Exp B; Enclosed; MWFRS (envelope)


gable end zone and C-C Exterior(2) -0-10-8 to 3-11-2, Interior(1) 3-11-2 to 20-0-0, Exterior(2) 20-0-0 to 26-9-7, Interior(1) 26-9-7 to
28-0-0, Exterior(2) 28-0-0 to 34-9-7, Interior(1) 34-9-7 to 48-10-8 zone;C-C for members and forces & MWFRS for reactions shown;
Lumber DOL=1.60 plate grip DOL=1.60


3) TCLL: ASCE 7-10; Pr=20.0 psf (roof live load: Lumber DOL=1.15 Plate DOL=1.15); Pg=15.0 psf (ground snow); Pf=16.5 psf (flat
roof snow: Lumber DOL=1.15 Plate DOL=1.15); Category II; Exp B; Partially Exp.; Ct=1.10, Lu=50-0-0; Min. flat roof snow load
governs.  Rain surcharge applied to all exposed surfaces with slopes less than 0.500/12 in accordance with IBC 1608.3.4.


4) Unbalanced snow loads have been considered for this design. 
5) This truss has been designed for greater of min roof live load of 12.0 psf or 1.00 times flat roof load of 11.6 psf on overhangs


non-concurrent with other live loads.
6) Provide adequate drainage to prevent water ponding.
7) This truss has been designed for a 10.0 psf bottom chord live load nonconcurrent with any other live loads.
8) * This truss has been designed for a live load of 20.0psf on the bottom chord in all areas where a rectangle 3-6-0 tall by 2-0-0 wide


will fit between the bottom chord and any other members, with BCDL = 10.0psf.
9) H10A Simpson Strong-Tie connectors recommended to connect truss to bearing walls due to UPLIFT at jt(s) 13. This connection is


for uplift only and does not consider lateral forces.
10) One H2.5A Simpson Strong-Tie connectors recommended to connect truss to bearing walls due to UPLIFT at jt(s) 2 and 11. This


connection is for uplift only and does not consider lateral forces.
11) Graphical purlin representation does not depict the size or the orientation of the purlin along the top and/or bottom chord.


September 24,2021







Design valid for use only with MiTek® connectors. This design is based only upon parameters shown, and is for an individual building component, not 
a truss system. Before use, the building designer must verify the applicability of design parameters and properly incorporate this design into the overall 
building design.  Bracing indicated is to prevent buckling of individual truss web and/or chord members only.  Additional temporary and permanent bracing 
is always required for stability and to prevent collapse with possible personal injury and property damage.  For general guidance regarding the 
fabrication, storage, delivery, erection and bracing of trusses and truss systems, see ANSI/TPI1 Quality Criteria, DSB-89 and BCSI Building Component


available from Truss Plate Institute, 2670 Crain Highway, Suite 203 Waldorf, MD 20601Safety Information


WARNING - Verify design parameters and READ NOTES ON THIS AND INCLUDED MITEK REFERENCE PAGE MII-7473 rev. 5/19/2020 BEFORE USE.
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Plate Offsets (X,Y)--  [11:0-1-4,Edge]


LOADING (psf)
TCLL (roof)
Snow (Pf/Pg)
TCDL
BCLL
BCDL


20.0
16.5/15.0


10.0
0.0  *


10.0


SPACING-
Plate Grip DOL
Lumber DOL     
Rep Stress Incr
Code


2-0-0
1.15
1.15
YES


IRC2015/TPI2014


CSI.
TC
BC
WB
Matrix-S


0.60
0.78
0.37


DEFL.
Vert(LL)
Vert(CT)
Horz(CT)


in
-0.20
-0.38
0.14


(loc)
12-14
12-14


11


l/defl
>999
>999


n/a


L/d
240
180
n/a


PLATES
MT20


Weight: 347 lb  FT = 20%


GRIP
197/144


LUMBER-
TOP CHORD 2x6 SP No.2
BOT CHORD 2x6 SP No.2
WEBS 2x4 SP No.3 *Except* 


6-14: 2x4 SP No.2 or 2x4 SPF No.2


BRACING-
TOP CHORD Structural wood sheathing directly applied or 3-2-6 oc purlins, except


2-0-0 oc purlins (4-2-5 max.): 6-7.
BOT CHORD Rigid ceiling directly applied or 10-0-0 oc bracing.
WEBS 1 Row at midpt 5-16, 8-14, 6-14


REACTIONS.     (size) 2=0-3-8, 11=Mechanical
Max Horz 2=154(LC 20)
Max Uplift 2=-99(LC 16), 11=-83(LC 17)
Max Grav 2=1974(LC 2), 11=1911(LC 2)


FORCES. (lb) - Max. Comp./Max. Ten. - All forces 250 (lb) or less except when shown.
TOP CHORD 2-3=-3617/234, 3-5=-3363/239, 5-6=-2632/272, 6-7=-2270/278, 7-8=-2594/271, 


8-10=-3374/247, 10-11=-3649/247
BOT CHORD 2-18=-215/3153, 16-18=-84/2715, 14-16=-6/2280, 12-14=-72/2706, 11-12=-142/3190
WEBS 3-18=-375/190, 5-18=-20/579, 6-16=-45/859, 5-16=-776/187, 7-14=0/819, 


8-14=-791/187, 8-12=-22/599, 10-12=-398/197


NOTES-
1) Unbalanced roof live loads have been considered for this design.
2) Wind: ASCE 7-10; Vult=120mph Vasd=95mph; TCDL=6.0psf; BCDL=6.0psf; h=25ft; Cat. II; Exp B; Enclosed; MWFRS (envelope)


gable end zone and C-C Exterior(2) -0-10-8 to 2-1-8, Interior(1) 2-1-8 to 20-0-0, Exterior(2) 20-0-0 to 24-2-15, Interior(1) 24-2-15 to
28-0-0, Exterior(2) 28-0-0 to 32-2-15, Interior(1) 32-2-15 to 47-11-4 zone;C-C for members and forces & MWFRS for reactions
shown; Lumber DOL=1.60 plate grip DOL=1.60


3) TCLL: ASCE 7-10; Pr=20.0 psf (roof live load: Lumber DOL=1.15 Plate DOL=1.15); Pg=15.0 psf (ground snow); Pf=16.5 psf (flat
roof snow: Lumber DOL=1.15 Plate DOL=1.15); Category II; Exp B; Partially Exp.; Ct=1.10, Lu=50-0-0; Min. flat roof snow load
governs.  Rain surcharge applied to all exposed surfaces with slopes less than 0.500/12 in accordance with IBC 1608.3.4.


4) Unbalanced snow loads have been considered for this design. 
5) This truss has been designed for greater of min roof live load of 12.0 psf or 1.00 times flat roof load of 11.6 psf on overhangs


non-concurrent with other live loads.
6) Provide adequate drainage to prevent water ponding.
7) This truss has been designed for a 10.0 psf bottom chord live load nonconcurrent with any other live loads.
8) * This truss has been designed for a live load of 20.0psf on the bottom chord in all areas where a rectangle 3-6-0 tall by 2-0-0 wide


will fit between the bottom chord and any other members, with BCDL = 10.0psf.
9) Refer to girder(s) for truss to truss connections.
10) Provide mechanical connection (by others) of truss to bearing plate capable of withstanding 100 lb uplift at joint(s) 11.
11) One H2.5A Simpson Strong-Tie connectors recommended to connect truss to bearing walls due to UPLIFT at jt(s) 2. This


connection is for uplift only and does not consider lateral forces.
12) Graphical purlin representation does not depict the size or the orientation of the purlin along the top and/or bottom chord.


September 24,2021







Design valid for use only with MiTek® connectors. This design is based only upon parameters shown, and is for an individual building component, not 
a truss system. Before use, the building designer must verify the applicability of design parameters and properly incorporate this design into the overall 
building design.  Bracing indicated is to prevent buckling of individual truss web and/or chord members only.  Additional temporary and permanent bracing 
is always required for stability and to prevent collapse with possible personal injury and property damage.  For general guidance regarding the 
fabrication, storage, delivery, erection and bracing of trusses and truss systems, see ANSI/TPI1 Quality Criteria, DSB-89 and BCSI Building Component


available from Truss Plate Institute, 2670 Crain Highway, Suite 203 Waldorf, MD 20601Safety Information


WARNING - Verify design parameters and READ NOTES ON THIS AND INCLUDED MITEK REFERENCE PAGE MII-7473 rev. 5/19/2020 BEFORE USE.
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Plate Offsets (X,Y)--  [13:0-3-0,0-4-0], [17:0-3-0,0-4-0], [34:0-4-0,0-4-8], [40:0-4-0,0-4-8], [46:0-4-0,0-4-8]


LOADING (psf)
TCLL (roof)
Snow (Pf/Pg)
TCDL
BCLL
BCDL


20.0
16.5/15.0


10.0
0.0  *


10.0


SPACING-
Plate Grip DOL
Lumber DOL     
Rep Stress Incr
Code


2-0-0
1.15
1.15
YES


IRC2015/TPI2014


CSI.
TC
BC
WB
Matrix-S


0.05
0.02
0.18


DEFL.
Vert(LL)
Vert(CT)
Horz(CT)


in
-0.00
-0.00
0.01


(loc)
1
1


28


l/defl
n/r
n/r
n/a


L/d
120
120
n/a


PLATES
MT20


Weight: 434 lb  FT = 20%


GRIP
244/190


LUMBER-
TOP CHORD 2x6 SP No.2
BOT CHORD 2x6 SP No.2
OTHERS 2x4 SP No.3


BRACING-
TOP CHORD Structural wood sheathing directly applied or 6-0-0 oc purlins, except


2-0-0 oc purlins (6-0-0 max.): 13-17.
BOT CHORD Rigid ceiling directly applied or 10-0-0 oc bracing.
WEBS 1 Row at midpt 17-38, 16-39, 15-40, 14-41, 13-42, 12-43,


18-37
REACTIONS. All bearings 48-0-0.


(lb) - Max Horz 2=154(LC 16)
Max Uplift   All uplift 100 lb or less at joint(s) 2, 39, 40, 41, 43, 44, 45, 46, 47, 48, 49, 50, 51, 37, 36, 35, 


34, 33, 32, 31, 30, 29
Max Grav   All reactions 250 lb or less at joint(s) 2, 38, 39, 40, 41, 42, 43, 44, 45, 46, 47, 48, 49, 50, 51, 


37, 36, 35, 34, 33, 32, 31, 30, 29, 28


FORCES. (lb) - Max. Comp./Max. Ten. - All forces 250 (lb) or less except when shown.
TOP CHORD 12-13=-102/275, 13-14=-90/264, 14-15=-90/264, 15-16=-90/264, 16-17=-90/264, 


17-18=-102/276


NOTES-
1) Unbalanced roof live loads have been considered for this design.
2) Wind: ASCE 7-10; Vult=120mph Vasd=95mph; TCDL=6.0psf; BCDL=6.0psf; h=25ft; Cat. II; Exp B; Enclosed; MWFRS (envelope)


gable end zone and C-C Corner(3) -0-10-8 to 2-0-0, Exterior(2) 2-0-0 to 20-0-0, Corner(3) 20-0-0 to 23-0-0, Exterior(2) 23-0-0 to
28-0-0, Corner(3) 28-0-0 to 31-0-0, Exterior(2) 31-0-0 to 48-0-0 zone;C-C for members and forces & MWFRS for reactions shown;
Lumber DOL=1.60 plate grip DOL=1.60


3) Truss designed for wind loads in the plane of the truss only.  For studs exposed to wind (normal to the face), see Standard Industry
Gable End Details as applicable, or consult qualified building designer as per ANSI/TPI 1.


4) TCLL: ASCE 7-10; Pr=20.0 psf (roof live load: Lumber DOL=1.15 Plate DOL=1.15); Pg=15.0 psf (ground snow); Pf=16.5 psf (flat
roof snow: Lumber DOL=1.15 Plate DOL=1.15); Category II; Exp B; Partially Exp.; Ct=1.10, Lu=50-0-0; Min. flat roof snow load
governs.  Rain surcharge applied to all exposed surfaces with slopes less than 0.500/12 in accordance with IBC 1608.3.4.


5) Unbalanced snow loads have been considered for this design. 
6) This truss has been designed for greater of min roof live load of 12.0 psf or 1.00 times flat roof load of 11.6 psf on overhangs


non-concurrent with other live loads.
7) Provide adequate drainage to prevent water ponding.
8) All plates are 2x4 MT20 unless otherwise indicated.
9) Gable requires continuous bottom chord bearing. 
10) Gable studs spaced at 2-0-0 oc.
11) This truss has been designed for a 10.0 psf bottom chord live load nonconcurrent with any other live loads.
12) * This truss has been designed for a live load of 20.0psf on the bottom chord in all areas where a rectangle 3-6-0 tall by 2-0-0 wide


will fit between the bottom chord and any other members.
13) 
14) Beveled plate or shim required to provide full bearing surface with truss chord at joint(s) 28.


Continued on page 2
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Design valid for use only with MiTek® connectors. This design is based only upon parameters shown, and is for an individual building component, not 
a truss system. Before use, the building designer must verify the applicability of design parameters and properly incorporate this design into the overall 
building design.  Bracing indicated is to prevent buckling of individual truss web and/or chord members only.  Additional temporary and permanent bracing 
is always required for stability and to prevent collapse with possible personal injury and property damage.  For general guidance regarding the 
fabrication, storage, delivery, erection and bracing of trusses and truss systems, see ANSI/TPI1 Quality Criteria, DSB-89 and BCSI Building Component


available from Truss Plate Institute, 2670 Crain Highway, Suite 203 Waldorf, MD 20601Safety Information


WARNING - Verify design parameters and READ NOTES ON THIS AND INCLUDED MITEK REFERENCE PAGE MII-7473 rev. 5/19/2020 BEFORE USE.
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NOTES-
15) Graphical purlin representation does not depict the size or the orientation of the purlin along the top and/or bottom chord.







Design valid for use only with MiTek® connectors. This design is based only upon parameters shown, and is for an individual building component, not 
a truss system. Before use, the building designer must verify the applicability of design parameters and properly incorporate this design into the overall 
building design.  Bracing indicated is to prevent buckling of individual truss web and/or chord members only.  Additional temporary and permanent bracing 
is always required for stability and to prevent collapse with possible personal injury and property damage.  For general guidance regarding the 
fabrication, storage, delivery, erection and bracing of trusses and truss systems, see ANSI/TPI1 Quality Criteria, DSB-89 and BCSI Building Component


available from Truss Plate Institute, 2670 Crain Highway, Suite 203 Waldorf, MD 20601Safety Information


WARNING - Verify design parameters and READ NOTES ON THIS AND INCLUDED MITEK REFERENCE PAGE MII-7473 rev. 5/19/2020 BEFORE USE.
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LOADING (psf)
TCLL (roof)
Snow (Pf/Pg)
TCDL
BCLL
BCDL


20.0
11.6/15.0


10.0
0.0  *


10.0


SPACING-
Plate Grip DOL
Lumber DOL     
Rep Stress Incr
Code


2-0-0
1.15
1.15
YES


IRC2015/TPI2014


CSI.
TC
BC
WB
Matrix-S


0.77
0.53
0.13


DEFL.
Vert(LL)
Vert(CT)
Horz(CT)


in
-0.05
-0.11
0.01


(loc)
6-8
2-8


6


l/defl
>999
>999


n/a


L/d
240
180
n/a


PLATES
MT20


Weight: 71 lb  FT = 20%


GRIP
197/144


LUMBER-
TOP CHORD 2x4 SP No.2 or 2x4 SPF No.2
BOT CHORD 2x4 SP No.2 or 2x4 SPF No.2
WEBS 2x4 SP No.3
SLIDER Left 2x4 SP No.3 4-3-2, Right 2x4 SP No.3 4-3-2


BRACING-
TOP CHORD Structural wood sheathing directly applied or 4-9-13 oc purlins.
BOT CHORD Rigid ceiling directly applied or 10-0-0 oc bracing.


REACTIONS.     (size) 2=0-3-8, 6=0-3-8
Max Horz 2=-114(LC 12)
Max Uplift 2=-40(LC 14), 6=-42(LC 15)
Max Grav 2=627(LC 2), 6=635(LC 2)


FORCES. (lb) - Max. Comp./Max. Ten. - All forces 250 (lb) or less except when shown.
TOP CHORD 2-4=-679/67, 4-6=-680/67
BOT CHORD 2-8=0/450, 6-8=0/450
WEBS 4-8=0/335


NOTES-
1) Unbalanced roof live loads have been considered for this design.
2) Wind: ASCE 7-10; Vult=120mph Vasd=95mph; TCDL=6.0psf; BCDL=6.0psf; h=25ft; Cat. II; Exp B; Enclosed; MWFRS (envelope)


gable end zone and C-C Exterior(2) -0-10-8 to 2-1-8, Interior(1) 2-1-8 to 7-2-4, Exterior(2) 7-2-4 to 10-2-4, Interior(1) 10-2-4 to 15-4-8
zone;C-C for members and forces & MWFRS for reactions shown; Lumber DOL=1.60 plate grip DOL=1.60


3) TCLL: ASCE 7-10; Pr=20.0 psf (roof live load: Lumber DOL=1.15 Plate DOL=1.15); Pg=15.0 psf (ground snow); Pf=11.6 psf (flat
roof snow: Lumber DOL=1.15 Plate DOL=1.15); Category II; Exp B; Partially Exp.; Ct=1.10


4) This truss has been designed for greater of min roof live load of 12.0 psf or 1.00 times flat roof load of 11.6 psf on overhangs
non-concurrent with other live loads.


5) This truss has been designed for a 10.0 psf bottom chord live load nonconcurrent with any other live loads.
6) * This truss has been designed for a live load of 20.0psf on the bottom chord in all areas where a rectangle 3-6-0 tall by 2-0-0 wide


will fit between the bottom chord and any other members.
7) One H2.5A Simpson Strong-Tie connectors recommended to connect truss to bearing walls due to UPLIFT at jt(s) 2 and 6. This


connection is for uplift only and does not consider lateral forces.
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Design valid for use only with MiTek® connectors. This design is based only upon parameters shown, and is for an individual building component, not 
a truss system. Before use, the building designer must verify the applicability of design parameters and properly incorporate this design into the overall 
building design.  Bracing indicated is to prevent buckling of individual truss web and/or chord members only.  Additional temporary and permanent bracing 
is always required for stability and to prevent collapse with possible personal injury and property damage.  For general guidance regarding the 
fabrication, storage, delivery, erection and bracing of trusses and truss systems, see ANSI/TPI1 Quality Criteria, DSB-89 and BCSI Building Component


available from Truss Plate Institute, 2670 Crain Highway, Suite 203 Waldorf, MD 20601Safety Information


WARNING - Verify design parameters and READ NOTES ON THIS AND INCLUDED MITEK REFERENCE PAGE MII-7473 rev. 5/19/2020 BEFORE USE.
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Plate Offsets (X,Y)--  [7:0-2-0,Edge]


LOADING (psf)
TCLL (roof)
Snow (Pf/Pg)
TCDL
BCLL
BCDL


20.0
11.6/15.0


10.0
0.0  *


10.0


SPACING-
Plate Grip DOL
Lumber DOL     
Rep Stress Incr
Code


2-0-0
1.15
1.15
YES


IRC2015/TPI2014


CSI.
TC
BC
WB
Matrix-S


0.05
0.04
0.04


DEFL.
Vert(LL)
Vert(CT)
Horz(CT)


in
-0.00
-0.00
0.00


(loc)
12
12
12


l/defl
n/r
n/r
n/a


L/d
120
120
n/a


PLATES
MT20


Weight: 81 lb  FT = 20%


GRIP
197/144


LUMBER-
TOP CHORD 2x4 SP No.2 or 2x4 SPF No.2
BOT CHORD 2x4 SP No.2 or 2x4 SPF No.2
OTHERS 2x4 SP No.3
SLIDER Left 2x4 SP No.3 1-6-10, Right 2x4 SP No.3 1-6-10


BRACING-
TOP CHORD Structural wood sheathing directly applied or 6-0-0 oc purlins.
BOT CHORD Rigid ceiling directly applied or 10-0-0 oc bracing.


REACTIONS. All bearings 14-4-8.
(lb) - Max Horz 2=-113(LC 12)


Max Uplift   All uplift 100 lb or less at joint(s) 17, 18, 19, 16, 15, 14
Max Grav   All reactions 250 lb or less at joint(s) 2, 12, 17, 18, 19, 16, 15, 14


FORCES. (lb) - Max. Comp./Max. Ten. - All forces 250 (lb) or less except when shown.


NOTES-
1) Unbalanced roof live loads have been considered for this design.
2) Wind: ASCE 7-10; Vult=120mph Vasd=95mph; TCDL=6.0psf; BCDL=6.0psf; h=25ft; Cat. II; Exp B; Enclosed; MWFRS (envelope)


gable end zone and C-C Corner(3) -0-10-8 to 2-0-8, Exterior(2) 2-0-8 to 7-2-4, Corner(3) 7-2-4 to 10-4-0, Exterior(2) 10-4-0 to 15-3-0
zone;C-C for members and forces & MWFRS for reactions shown; Lumber DOL=1.60 plate grip DOL=1.60


3) Truss designed for wind loads in the plane of the truss only.  For studs exposed to wind (normal to the face), see Standard Industry
Gable End Details as applicable, or consult qualified building designer as per ANSI/TPI 1.


4) TCLL: ASCE 7-10; Pr=20.0 psf (roof live load: Lumber DOL=1.15 Plate DOL=1.15); Pg=15.0 psf (ground snow); Pf=11.6 psf (flat
roof snow: Lumber DOL=1.15 Plate DOL=1.15); Category II; Exp B; Partially Exp.; Ct=1.10


5) This truss has been designed for greater of min roof live load of 12.0 psf or 1.00 times flat roof load of 11.6 psf on overhangs
non-concurrent with other live loads.


6) All plates are 1.5x4 MT20 unless otherwise indicated.
7) Gable requires continuous bottom chord bearing. 
8) Gable studs spaced at 2-0-0 oc.
9) This truss has been designed for a 10.0 psf bottom chord live load nonconcurrent with any other live loads.
10) * This truss has been designed for a live load of 20.0psf on the bottom chord in all areas where a rectangle 3-6-0 tall by 2-0-0 wide


will fit between the bottom chord and any other members, with BCDL = 10.0psf.
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Design valid for use only with MiTek® connectors. This design is based only upon parameters shown, and is for an individual building component, not 
a truss system. Before use, the building designer must verify the applicability of design parameters and properly incorporate this design into the overall 
building design.  Bracing indicated is to prevent buckling of individual truss web and/or chord members only.  Additional temporary and permanent bracing 
is always required for stability and to prevent collapse with possible personal injury and property damage.  For general guidance regarding the 
fabrication, storage, delivery, erection and bracing of trusses and truss systems, see ANSI/TPI1 Quality Criteria, DSB-89 and BCSI Building Component


available from Truss Plate Institute, 2670 Crain Highway, Suite 203 Waldorf, MD 20601Safety Information


WARNING - Verify design parameters and READ NOTES ON THIS AND INCLUDED MITEK REFERENCE PAGE MII-7473 rev. 5/19/2020 BEFORE USE.
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Plate Offsets (X,Y)--  [1:0-8-8,0-0-9], [5:0-8-8,0-0-9], [6:0-6-0,0-6-4], [7:0-6-0,0-6-4]


LOADING (psf)
TCLL (roof)
Snow (Pf/Pg)
TCDL
BCLL
BCDL


20.0
11.6/15.0


10.0
0.0  *


10.0


SPACING-
Plate Grip DOL
Lumber DOL     
Rep Stress Incr
Code


2-0-0
1.15
1.15
NO


IRC2015/TPI2014


CSI.
TC
BC
WB
Matrix-S


0.59
0.52
0.60


DEFL.
Vert(LL)
Vert(CT)
Horz(CT)


in
-0.08
-0.15
0.03


(loc)
6-7
6-7


5


l/defl
>999
>999


n/a


L/d
240
180
n/a


PLATES
MT20


Weight: 186 lb  FT = 20%


GRIP
197/144


LUMBER-
TOP CHORD 2x4 SP No.2 or 2x4 SPF No.2
BOT CHORD 2x8 SP DSS
WEBS 2x4 SP No.2 or 2x4 SPF No.2 *Except* 


4-6,2-7: 2x4 SP No.3


BRACING-
TOP CHORD Structural wood sheathing directly applied or 3-8-13 oc purlins.
BOT CHORD Rigid ceiling directly applied or 10-0-0 oc bracing.


REACTIONS.     (size) 1=(0-3-8 + TBE4 Simpson Strong-Tie)  (req. 0-5-14), 5=(0-3-8 + TBE4 Simpson Strong-Tie)  (req. 0-5-6)
Max Horz 1=106(LC 32)
Max Uplift 1=-372(LC 10), 5=-340(LC 11)
Max Grav 1=7519(LC 2), 5=6848(LC 2)


FORCES. (lb) - Max. Comp./Max. Ten. - All forces 250 (lb) or less except when shown.
TOP CHORD 1-2=-8522/434, 2-3=-8324/477, 3-4=-8341/478, 4-5=-8539/435
BOT CHORD 1-7=-366/6766, 6-7=-209/4905, 5-6=-309/6779
WEBS 3-6=-292/4927, 4-6=-157/460, 3-7=-289/4893, 2-7=-157/458


NOTES-
1) 2-ply truss to be connected together with 10d (0.131"x3") nails as follows:  


Top chords connected as follows: 2x4 - 1 row at 0-9-0 oc.
Bottom chords connected as follows: 2x8 - 2 rows staggered at 0-4-0 oc.
Webs connected as follows: 2x4 - 1 row at 0-9-0 oc.


2) All loads are considered equally applied to all plies, except if noted as front (F) or back (B) face in the LOAD CASE(S) section. Ply to
ply connections have been provided to distribute only loads noted as (F) or (B), unless otherwise indicated.


3) Unbalanced roof live loads have been considered for this design.
4) Wind: ASCE 7-10; Vult=120mph Vasd=95mph; TCDL=6.0psf; BCDL=6.0psf; h=25ft; Cat. II; Exp B; Enclosed; MWFRS (envelope)


gable end zone; Lumber DOL=1.60 plate grip DOL=1.60
5) TCLL: ASCE 7-10; Pr=20.0 psf (roof live load: Lumber DOL=1.15 Plate DOL=1.15); Pg=15.0 psf (ground snow); Pf=11.6 psf (flat


roof snow: Lumber DOL=1.15 Plate DOL=1.15); Category II; Exp B; Partially Exp.; Ct=1.10
6) This truss has been designed for a 10.0 psf bottom chord live load nonconcurrent with any other live loads.
7) * This truss has been designed for a live load of 20.0psf on the bottom chord in all areas where a rectangle 3-6-0 tall by 2-0-0 wide


will fit between the bottom chord and any other members.
8) TBE4 Simpson Strong-Tie connectors recommended to connect truss to bearing walls due to UPLIFT at jt(s) 1 and 5. This


connection is for uplift only and does not consider lateral forces.
9) Use Simpson Strong-Tie HUS26 (14-10d Girder, 4-10d Truss) or equivalent spaced at 2-0-0 oc max. starting at 0-9-12 from the left


end to 12-9-12 to connect truss(es) to back face of bottom chord. 
10) Fill all nail holes where hanger is in contact with lumber.


LOAD CASE(S)   Standard
1) Dead + Snow (balanced): Lumber Increase=1.15, Plate Increase=1.15


Continued on page 2
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Design valid for use only with MiTek® connectors. This design is based only upon parameters shown, and is for an individual building component, not 
a truss system. Before use, the building designer must verify the applicability of design parameters and properly incorporate this design into the overall 
building design.  Bracing indicated is to prevent buckling of individual truss web and/or chord members only.  Additional temporary and permanent bracing 
is always required for stability and to prevent collapse with possible personal injury and property damage.  For general guidance regarding the 
fabrication, storage, delivery, erection and bracing of trusses and truss systems, see ANSI/TPI1 Quality Criteria, DSB-89 and BCSI Building Component


available from Truss Plate Institute, 2670 Crain Highway, Suite 203 Waldorf, MD 20601Safety Information


WARNING - Verify design parameters and READ NOTES ON THIS AND INCLUDED MITEK REFERENCE PAGE MII-7473 rev. 5/19/2020 BEFORE USE.
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LOAD CASE(S)   Standard
Uniform Loads (plf)


Vert: 1-3=-43, 3-5=-43, 1-5=-20
Concentrated Loads (lb)


Vert: 7=-1768(B) 8=-1772(B) 9=-1768(B) 10=-1768(B) 11=-1768(B) 12=-1768(B) 13=-1768(B)







Design valid for use only with MiTek® connectors. This design is based only upon parameters shown, and is for an individual building component, not 
a truss system. Before use, the building designer must verify the applicability of design parameters and properly incorporate this design into the overall 
building design.  Bracing indicated is to prevent buckling of individual truss web and/or chord members only.  Additional temporary and permanent bracing 
is always required for stability and to prevent collapse with possible personal injury and property damage.  For general guidance regarding the 
fabrication, storage, delivery, erection and bracing of trusses and truss systems, see ANSI/TPI1 Quality Criteria, DSB-89 and BCSI Building Component


available from Truss Plate Institute, 2670 Crain Highway, Suite 203 Waldorf, MD 20601Safety Information


WARNING - Verify design parameters and READ NOTES ON THIS AND INCLUDED MITEK REFERENCE PAGE MII-7473 rev. 5/19/2020 BEFORE USE.
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Plate Offsets (X,Y)--  [3:0-2-0,Edge]


LOADING (psf)
TCLL (roof)
Snow (Pf/Pg)
TCDL
BCLL
BCDL


20.0
11.6/15.0


10.0
0.0  *


10.0


SPACING-
Plate Grip DOL
Lumber DOL     
Rep Stress Incr
Code


2-0-0
1.15
1.15
YES


IRC2015/TPI2014


CSI.
TC
BC
WB
Matrix-P


0.16
0.49
0.00


DEFL.
Vert(LL)
Vert(CT)
Horz(CT)


in
0.00
0.01
0.00


(loc)
5
5
4


l/defl
n/r
n/r
n/a


L/d
120
120
n/a


PLATES
MT20


Weight: 22 lb  FT = 20%


GRIP
197/144


LUMBER-
TOP CHORD 2x4 SP No.2 or 2x4 SPF No.2
BOT CHORD 2x4 SP No.2 or 2x4 SPF No.2


BRACING-
TOP CHORD Structural wood sheathing directly applied or 6-0-0 oc purlins.
BOT CHORD Rigid ceiling directly applied or 10-0-0 oc bracing.


REACTIONS.     (size) 2=6-1-6, 4=6-1-6
Max Horz 2=26(LC 16)
Max Uplift 2=-23(LC 16), 4=-23(LC 17)
Max Grav 2=278(LC 2), 4=278(LC 2)


FORCES. (lb) - Max. Comp./Max. Ten. - All forces 250 (lb) or less except when shown.


NOTES-
1) Unbalanced roof live loads have been considered for this design.
2) Wind: ASCE 7-10; Vult=120mph Vasd=95mph; TCDL=6.0psf; BCDL=6.0psf; h=25ft; Cat. II; Exp B; Enclosed; MWFRS (envelope)


gable end zone and C-C Exterior(2) 0-4-11 to 3-4-11, Interior(1) 3-4-11 to 4-0-0, Exterior(2) 4-0-0 to 7-0-11, Interior(1) 7-0-11 to 7-7-5
zone;C-C for members and forces & MWFRS for reactions shown; Lumber DOL=1.60 plate grip DOL=1.60


3) TCLL: ASCE 7-10; Pr=20.0 psf (roof live load: Lumber DOL=1.15 Plate DOL=1.15); Pg=15.0 psf (ground snow); Pf=11.6 psf (flat
roof snow: Lumber DOL=1.15 Plate DOL=1.15); Category II; Exp B; Partially Exp.; Ct=1.10


4) Unbalanced snow loads have been considered for this design. 
5) This truss has been designed for greater of min roof live load of 12.0 psf or 1.00 times flat roof load of 11.6 psf on overhangs


non-concurrent with other live loads.
6) Gable requires continuous bottom chord bearing. 
7) This truss has been designed for a 10.0 psf bottom chord live load nonconcurrent with any other live loads.
8) * This truss has been designed for a live load of 20.0psf on the bottom chord in all areas where a rectangle 3-6-0 tall by 2-0-0 wide


will fit between the bottom chord and any other members.
9) 


10) See Standard Industry Piggyback Truss Connection Detail for Connection to base truss as applicable, or consult qualified building
designer.


N/A


September 24,2021







Design valid for use only with MiTek® connectors. This design is based only upon parameters shown, and is for an individual building component, not 
a truss system. Before use, the building designer must verify the applicability of design parameters and properly incorporate this design into the overall 
building design.  Bracing indicated is to prevent buckling of individual truss web and/or chord members only.  Additional temporary and permanent bracing 
is always required for stability and to prevent collapse with possible personal injury and property damage.  For general guidance regarding the 
fabrication, storage, delivery, erection and bracing of trusses and truss systems, see ANSI/TPI1 Quality Criteria, DSB-89 and BCSI Building Component


available from Truss Plate Institute, 2670 Crain Highway, Suite 203 Waldorf, MD 20601Safety Information


WARNING - Verify design parameters and READ NOTES ON THIS AND INCLUDED MITEK REFERENCE PAGE MII-7473 rev. 5/19/2020 BEFORE USE.
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6.00 12


LOADING (psf)
TCLL (roof)
Snow (Pf/Pg)
TCDL
BCLL
BCDL


20.0
11.6/15.0


10.0
0.0  *


10.0


SPACING-
Plate Grip DOL
Lumber DOL     
Rep Stress Incr
Code


2-0-0
1.15
1.15
YES


IRC2015/TPI2014


CSI.
TC
BC
WB
Matrix-P


0.16
0.09
0.03


DEFL.
Vert(LL)
Vert(CT)
Horz(CT)


in
0.00
0.01
0.00


(loc)
5
5
4


l/defl
n/r
n/r
n/a


L/d
120
120
n/a


PLATES
MT20


Weight: 24 lb  FT = 20%


GRIP
197/144


LUMBER-
TOP CHORD 2x4 SP No.2 or 2x4 SPF No.2
BOT CHORD 2x4 SP No.2 or 2x4 SPF No.2
OTHERS 2x4 SP No.3


BRACING-
TOP CHORD Structural wood sheathing directly applied or 6-0-0 oc purlins.
BOT CHORD Rigid ceiling directly applied or 10-0-0 oc bracing.


REACTIONS.     (size) 2=6-1-6, 4=6-1-6, 6=6-1-6
Max Horz 2=26(LC 16)
Max Uplift 2=-30(LC 16), 4=-35(LC 17)
Max Grav 2=160(LC 2), 4=160(LC 2), 6=235(LC 2)


FORCES. (lb) - Max. Comp./Max. Ten. - All forces 250 (lb) or less except when shown.


NOTES-
1) Unbalanced roof live loads have been considered for this design.
2) Wind: ASCE 7-10; Vult=120mph Vasd=95mph; TCDL=6.0psf; BCDL=6.0psf; h=25ft; Cat. II; Exp B; Enclosed; MWFRS (envelope)


gable end zone and C-C Exterior(2) 0-4-11 to 3-4-11, Interior(1) 3-4-11 to 4-0-0, Exterior(2) 4-0-0 to 7-0-11, Interior(1) 7-0-11 to 7-7-5
zone;C-C for members and forces & MWFRS for reactions shown; Lumber DOL=1.60 plate grip DOL=1.60


3) TCLL: ASCE 7-10; Pr=20.0 psf (roof live load: Lumber DOL=1.15 Plate DOL=1.15); Pg=15.0 psf (ground snow); Pf=11.6 psf (flat
roof snow: Lumber DOL=1.15 Plate DOL=1.15); Category II; Exp B; Partially Exp.; Ct=1.10


4) Unbalanced snow loads have been considered for this design. 
5) This truss has been designed for greater of min roof live load of 12.0 psf or 1.00 times flat roof load of 11.6 psf on overhangs


non-concurrent with other live loads.
6) Gable requires continuous bottom chord bearing. 
7) This truss has been designed for a 10.0 psf bottom chord live load nonconcurrent with any other live loads.
8) * This truss has been designed for a live load of 20.0psf on the bottom chord in all areas where a rectangle 3-6-0 tall by 2-0-0 wide


will fit between the bottom chord and any other members.
9) 


10) See Standard Industry Piggyback Truss Connection Detail for Connection to base truss as applicable, or consult qualified building
designer.


N/A


September 24,2021







Design valid for use only with MiTek® connectors. This design is based only upon parameters shown, and is for an individual building component, not 
a truss system. Before use, the building designer must verify the applicability of design parameters and properly incorporate this design into the overall 
building design.  Bracing indicated is to prevent buckling of individual truss web and/or chord members only.  Additional temporary and permanent bracing 
is always required for stability and to prevent collapse with possible personal injury and property damage.  For general guidance regarding the 
fabrication, storage, delivery, erection and bracing of trusses and truss systems, see ANSI/TPI1 Quality Criteria, DSB-89 and BCSI Building Component


available from Truss Plate Institute, 2670 Crain Highway, Suite 203 Waldorf, MD 20601Safety Information


WARNING - Verify design parameters and READ NOTES ON THIS AND INCLUDED MITEK REFERENCE PAGE MII-7473 rev. 5/19/2020 BEFORE USE.
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8.00 12


LOADING (psf)
TCLL (roof)
Snow (Pf/Pg)
TCDL
BCLL
BCDL


20.0
11.6/15.0


10.0
0.0  *


10.0


SPACING-
Plate Grip DOL
Lumber DOL     
Rep Stress Incr
Code


2-0-0
1.15
1.15
YES


IRC2015/TPI2014


CSI.
TC
BC
WB
Matrix-S


0.76
0.31
0.09


DEFL.
Vert(LL)
Vert(CT)
Horz(CT)


in
n/a
n/a


0.00


(loc)
 - 
 - 
3


l/defl
n/a
n/a
n/a


L/d
999
999
n/a


PLATES
MT20


Weight: 43 lb  FT = 20%


GRIP
197/144


LUMBER-
TOP CHORD 2x4 SP No.3
BOT CHORD 2x4 SP No.2 or 2x4 SPF No.2
OTHERS 2x4 SP No.3


BRACING-
TOP CHORD Structural wood sheathing directly applied or 6-0-0 oc purlins.
BOT CHORD Rigid ceiling directly applied or 10-0-0 oc bracing.


REACTIONS.     (size) 1=12-0-0, 3=12-0-0, 4=12-0-0
Max Horz 1=-78(LC 10)
Max Uplift 1=-25(LC 14), 3=-35(LC 15)
Max Grav 1=217(LC 2), 3=217(LC 2), 4=454(LC 2)


FORCES. (lb) - Max. Comp./Max. Ten. - All forces 250 (lb) or less except when shown.
WEBS 2-4=-289/67


NOTES-
1) Unbalanced roof live loads have been considered for this design.
2) Wind: ASCE 7-10; Vult=120mph Vasd=95mph; TCDL=6.0psf; BCDL=6.0psf; h=25ft; Cat. II; Exp B; Enclosed; MWFRS (envelope)


gable end zone and C-C Exterior(2) 0-5-12 to 3-5-12, Interior(1) 3-5-12 to 6-0-6, Exterior(2) 6-0-6 to 9-0-6, Interior(1) 9-0-6 to 11-7-0
zone;C-C for members and forces & MWFRS for reactions shown; Lumber DOL=1.60 plate grip DOL=1.60


3) TCLL: ASCE 7-10; Pr=20.0 psf (roof live load: Lumber DOL=1.15 Plate DOL=1.15); Pg=15.0 psf (ground snow); Pf=11.6 psf (flat
roof snow: Lumber DOL=1.15 Plate DOL=1.15); Category II; Exp B; Partially Exp.; Ct=1.10


4) Gable requires continuous bottom chord bearing. 
5) This truss has been designed for a 10.0 psf bottom chord live load nonconcurrent with any other live loads.
6) * This truss has been designed for a live load of 20.0psf on the bottom chord in all areas where a rectangle 3-6-0 tall by 2-0-0 wide


will fit between the bottom chord and any other members.


September 24,2021







Design valid for use only with MiTek® connectors. This design is based only upon parameters shown, and is for an individual building component, not 
a truss system. Before use, the building designer must verify the applicability of design parameters and properly incorporate this design into the overall 
building design.  Bracing indicated is to prevent buckling of individual truss web and/or chord members only.  Additional temporary and permanent bracing 
is always required for stability and to prevent collapse with possible personal injury and property damage.  For general guidance regarding the 
fabrication, storage, delivery, erection and bracing of trusses and truss systems, see ANSI/TPI1 Quality Criteria, DSB-89 and BCSI Building Component


available from Truss Plate Institute, 2670 Crain Highway, Suite 203 Waldorf, MD 20601Safety Information


WARNING - Verify design parameters and READ NOTES ON THIS AND INCLUDED MITEK REFERENCE PAGE MII-7473 rev. 5/19/2020 BEFORE USE.
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8.00 12


LOADING (psf)
TCLL (roof)
Snow (Pf/Pg)
TCDL
BCLL
BCDL


20.0
11.6/15.0


10.0
0.0  *


10.0


SPACING-
Plate Grip DOL
Lumber DOL     
Rep Stress Incr
Code


2-0-0
1.15
1.15
YES


IRC2015/TPI2014


CSI.
TC
BC
WB
Matrix-S


0.54
0.28
0.05


DEFL.
Vert(LL)
Vert(CT)
Horz(CT)


in
n/a
n/a


0.00


(loc)
 - 
 - 
3


l/defl
n/a
n/a
n/a


L/d
999
999
n/a


PLATES
MT20


Weight: 31 lb  FT = 20%


GRIP
244/190


LUMBER-
TOP CHORD 2x4 SP No.3
BOT CHORD 2x4 SP No.3
OTHERS 2x4 SP No.3


BRACING-
TOP CHORD Structural wood sheathing directly applied or 6-0-0 oc purlins.
BOT CHORD Rigid ceiling directly applied or 10-0-0 oc bracing.


REACTIONS.     (size) 1=9-0-0, 3=9-0-0, 4=9-0-0
Max Horz 1=-57(LC 10)
Max Uplift 1=-26(LC 14), 3=-34(LC 15)
Max Grav 1=173(LC 2), 3=173(LC 2), 4=301(LC 2)


FORCES. (lb) - Max. Comp./Max. Ten. - All forces 250 (lb) or less except when shown.


NOTES-
1) Unbalanced roof live loads have been considered for this design.
2) Wind: ASCE 7-10; Vult=120mph Vasd=95mph; TCDL=6.0psf; BCDL=6.0psf; h=25ft; Cat. II; Exp B; Enclosed; MWFRS (envelope)


gable end zone and C-C Exterior(2) 0-5-12 to 3-5-12, Interior(1) 3-5-12 to 4-6-6, Exterior(2) 4-6-6 to 7-6-6, Interior(1) 7-6-6 to 8-7-0
zone;C-C for members and forces & MWFRS for reactions shown; Lumber DOL=1.60 plate grip DOL=1.60


3) TCLL: ASCE 7-10; Pr=20.0 psf (roof live load: Lumber DOL=1.15 Plate DOL=1.15); Pg=15.0 psf (ground snow); Pf=11.6 psf (flat
roof snow: Lumber DOL=1.15 Plate DOL=1.15); Category II; Exp B; Partially Exp.; Ct=1.10


4) Gable requires continuous bottom chord bearing. 
5) This truss has been designed for a 10.0 psf bottom chord live load nonconcurrent with any other live loads.
6) * This truss has been designed for a live load of 20.0psf on the bottom chord in all areas where a rectangle 3-6-0 tall by 2-0-0 wide


will fit between the bottom chord and any other members.


September 24,2021







Design valid for use only with MiTek® connectors. This design is based only upon parameters shown, and is for an individual building component, not 
a truss system. Before use, the building designer must verify the applicability of design parameters and properly incorporate this design into the overall 
building design.  Bracing indicated is to prevent buckling of individual truss web and/or chord members only.  Additional temporary and permanent bracing 
is always required for stability and to prevent collapse with possible personal injury and property damage.  For general guidance regarding the 
fabrication, storage, delivery, erection and bracing of trusses and truss systems, see ANSI/TPI1 Quality Criteria, DSB-89 and BCSI Building Component


available from Truss Plate Institute, 2670 Crain Highway, Suite 203 Waldorf, MD 20601Safety Information


WARNING - Verify design parameters and READ NOTES ON THIS AND INCLUDED MITEK REFERENCE PAGE MII-7473 rev. 5/19/2020 BEFORE USE.
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8.00 12


LOADING (psf)
TCLL (roof)
Snow (Pf/Pg)
TCDL
BCLL
BCDL


20.0
11.6/15.0


10.0
0.0  *


10.0


SPACING-
Plate Grip DOL
Lumber DOL     
Rep Stress Incr
Code


2-0-0
1.15
1.15
YES


IRC2015/TPI2014


CSI.
TC
BC
WB
Matrix-P


0.20
0.11
0.03


DEFL.
Vert(LL)
Vert(CT)
Horz(CT)


in
n/a
n/a


0.00


(loc)
 - 
 - 
3


l/defl
n/a
n/a
n/a


L/d
999
999
n/a


PLATES
MT20


Weight: 20 lb  FT = 20%


GRIP
244/190


LUMBER-
TOP CHORD 2x4 SP No.3
BOT CHORD 2x4 SP No.3
OTHERS 2x4 SP No.3


BRACING-
TOP CHORD Structural wood sheathing directly applied or 6-0-0 oc purlins.
BOT CHORD Rigid ceiling directly applied or 10-0-0 oc bracing.


REACTIONS.     (size) 1=6-0-0, 3=6-0-0, 4=6-0-0
Max Horz 1=-36(LC 10)
Max Uplift 1=-16(LC 14), 3=-21(LC 15)
Max Grav 1=109(LC 2), 3=109(LC 2), 4=189(LC 2)


FORCES. (lb) - Max. Comp./Max. Ten. - All forces 250 (lb) or less except when shown.


NOTES-
1) Unbalanced roof live loads have been considered for this design.
2) Wind: ASCE 7-10; Vult=120mph Vasd=95mph; TCDL=6.0psf; BCDL=6.0psf; h=25ft; Cat. II; Exp B; Enclosed; MWFRS (envelope)


gable end zone and C-C Exterior(2) zone;C-C for members and forces & MWFRS for reactions shown; Lumber DOL=1.60 plate grip
DOL=1.60


3) TCLL: ASCE 7-10; Pr=20.0 psf (roof live load: Lumber DOL=1.15 Plate DOL=1.15); Pg=15.0 psf (ground snow); Pf=11.6 psf (flat
roof snow: Lumber DOL=1.15 Plate DOL=1.15); Category II; Exp B; Partially Exp.; Ct=1.10


4) Gable requires continuous bottom chord bearing. 
5) This truss has been designed for a 10.0 psf bottom chord live load nonconcurrent with any other live loads.
6) * This truss has been designed for a live load of 20.0psf on the bottom chord in all areas where a rectangle 3-6-0 tall by 2-0-0 wide


will fit between the bottom chord and any other members.
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Design valid for use only with MiTek® connectors. This design is based only upon parameters shown, and is for an individual building component, not 
a truss system. Before use, the building designer must verify the applicability of design parameters and properly incorporate this design into the overall 
building design.  Bracing indicated is to prevent buckling of individual truss web and/or chord members only.  Additional temporary and permanent bracing 
is always required for stability and to prevent collapse with possible personal injury and property damage.  For general guidance regarding the 
fabrication, storage, delivery, erection and bracing of trusses and truss systems, see ANSI/TPI1 Quality Criteria, DSB-89 and BCSI Building Component


available from Truss Plate Institute, 2670 Crain Highway, Suite 203 Waldorf, MD 20601Safety Information


WARNING - Verify design parameters and READ NOTES ON THIS AND INCLUDED MITEK REFERENCE PAGE MII-7473 rev. 5/19/2020 BEFORE USE.
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Plate Offsets (X,Y)--  [2:0-2-0,Edge]


LOADING (psf)
TCLL (roof)
Snow (Pf/Pg)
TCDL
BCLL
BCDL


20.0
11.6/15.0


10.0
0.0  *


10.0


SPACING-
Plate Grip DOL
Lumber DOL     
Rep Stress Incr
Code


2-0-0
1.15
1.15
YES


IRC2015/TPI2014


CSI.
TC
BC
WB
Matrix-P


0.03
0.09
0.00


DEFL.
Vert(LL)
Vert(CT)
Horz(CT)


in
n/a
n/a


0.00


(loc)
 - 
 - 
3


l/defl
n/a
n/a
n/a


L/d
999
999
n/a


PLATES
MT20


Weight: 8 lb  FT = 20%


GRIP
244/190


LUMBER-
TOP CHORD 2x4 SP No.3
BOT CHORD 2x4 SP No.3


BRACING-
TOP CHORD Structural wood sheathing directly applied or 3-0-12 oc purlins.
BOT CHORD Rigid ceiling directly applied or 10-0-0 oc bracing.


REACTIONS.     (size) 1=3-0-0, 3=3-0-0
Max Horz 1=15(LC 13)
Max Uplift 1=-4(LC 14), 3=-4(LC 15)
Max Grav 1=84(LC 2), 3=84(LC 2)


FORCES. (lb) - Max. Comp./Max. Ten. - All forces 250 (lb) or less except when shown.


NOTES-
1) Unbalanced roof live loads have been considered for this design.
2) Wind: ASCE 7-10; Vult=120mph Vasd=95mph; TCDL=6.0psf; BCDL=6.0psf; h=25ft; Cat. II; Exp B; Enclosed; MWFRS (envelope)


gable end zone and C-C Exterior(2) zone;C-C for members and forces & MWFRS for reactions shown; Lumber DOL=1.60 plate grip
DOL=1.60


3) TCLL: ASCE 7-10; Pr=20.0 psf (roof live load: Lumber DOL=1.15 Plate DOL=1.15); Pg=15.0 psf (ground snow); Pf=11.6 psf (flat
roof snow: Lumber DOL=1.15 Plate DOL=1.15); Category II; Exp B; Partially Exp.; Ct=1.10


4) Gable requires continuous bottom chord bearing. 
5) This truss has been designed for a 10.0 psf bottom chord live load nonconcurrent with any other live loads.
6) * This truss has been designed for a live load of 20.0psf on the bottom chord in all areas where a rectangle 3-6-0 tall by 2-0-0 wide


will fit between the bottom chord and any other members.


September 24,2021
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1.   A
dditional stability bracing for truss system
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      diagonal or X
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2.   T
russ bracing m


ust be designed by an engineer. F
or 


      w
ide truss spacing, individual lateral braces them


selves
      m
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or I


      bracing should be considered.


3.   N
ever exceed the design loading show


n and never
      stack m


aterials on inadequately braced trusses.


4.   P
rovide copies of this truss design to the building


      designer, erection supervisor, property ow
ner and


      all other interested parties.


5.   C
ut m


em
bers to bear tightly against each other.


6.   P
lace plates on each face of truss at each 


      joint and em
bed fully. K


nots and w
ane at joint


      locations are regulated by A
N


S
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P
I 1.


7.   D
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P
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 at tim
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9.   U
nless expressly noted, this design is not applicable for


      use w
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10. C
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eneral practice is to
      cam


ber for dead load deflection.


11. P
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 plating requirem
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12. Lum
ber used shall be of the species and size, and


      in all respects, equal to or better than that 
      specified.


13. T
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ust be sheathed or purlins provided at
      spacing indicated on design.


14. B
ottom


 chords require lateral bracing at 10 ft. spacing,
      or less, if no ceiling is installed, unless otherw


ise noted.
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onnections not show
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17. Install and load vertically unless indicated otherw
ise.


18. U
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      project engineer before use.


19. R
eview
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      and pictures) before use. R
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ing pictures alone
      is not sufficient.
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I 1 Q
uality C
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21.T
he design does not take into account any dynam


ic 
or other loads other than those expressly stated.





				2021-09-24T11:30:13-0500

		Scott M. Sevier












818 Soundside Rd
Edenton, NC 27932


Trenco


 150_1910


Pages or sheets covered by this seal:  I49904878  thru  I49904882


Sevier, Scott
January 27,2022


Re:


My license renewal date for the state of North Carolina is   December 31, 2022.


KB 10x10 8Pi


The truss drawing(s) referenced below have been prepared by Truss Engineering Co. under my direct supervision
based on the parameters provided by   84 Components - #2383.


  
  
               


North Carolina COA: C-0844


IMPORTANT NOTE:                                             The seal on these truss component designs is a certification 
that the engineer named is licensed in the jurisdiction(s) identified and that the 
designs comply with ANSI/TPI 1.  These designs are based upon parameters 
shown (e.g., loads, supports, dimensions, shapes and design codes), which were 
given to MiTek or TRENCO.   Any project specific information included is for MiTek's or 
TRENCO's customers file reference purpose only, and was not taken into account in the 
preparation of these designs.  MiTek or TRENCO has not independently verified the 
applicability of the design parameters or the designs for any particular building.  Before use,
the building designer should verify applicability of design parameters and properly 
incorporate these designs into the overall building design per ANSI/TPI 1, Chapter 2.







Design valid for use only with MiTek® connectors. This design is based only upon parameters shown, and is for an individual building component, not 
a truss system. Before use, the building designer must verify the applicability of design parameters and properly incorporate this design into the overall 
building design.  Bracing indicated is to prevent buckling of individual truss web and/or chord members only.  Additional temporary and permanent bracing 
is always required for stability and to prevent collapse with possible personal injury and property damage.  For general guidance regarding the 
fabrication, storage, delivery, erection and bracing of trusses and truss systems, see ANSI/TPI1 Quality Criteria, DSB-89 and BCSI Building Component


available from Truss Plate Institute, 2670 Crain Highway, Suite 203 Waldorf, MD 20601Safety Information


WARNING - Verify design parameters and READ NOTES ON THIS AND INCLUDED MITEK REFERENCE PAGE MII-7473 rev. 5/19/2020 BEFORE USE.
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LOADING (psf)
TCLL (roof)
Snow (Pf/Pg)
TCDL
BCLL
BCDL


20.0
11.6/15.0


10.0
0.0  *


10.0


SPACING-
Plate Grip DOL
Lumber DOL     
Rep Stress Incr
Code


2-0-0
1.15
1.15
YES


IRC2018/TPI2014


CSI.
TC
BC
WB
Matrix-S


0.30
0.26
0.09


DEFL.
Vert(LL)
Vert(CT)
Horz(CT)


in
0.03


-0.03
0.00


(loc)
6-8
2-8


6


l/defl
>999
>999


n/a


L/d
240
180
n/a


PLATES
MT20


Weight: 50 lb  FT = 20%


GRIP
197/144


LUMBER-
TOP CHORD 2x4 SP No.2 or 2x4 SPF No.2
BOT CHORD 2x4 SP No.2 or 2x4 SPF No.2
WEBS 2x4 SP No.3
SLIDER Left 2x4 SP No.3 2-11-6, Right 2x4 SP No.3 2-11-6


BRACING-
TOP CHORD Structural wood sheathing directly applied or 6-0-0 oc purlins.
BOT CHORD Rigid ceiling directly applied or 10-0-0 oc bracing.


REACTIONS.     (size) 2=0-3-0, 6=0-3-0
Max Horz 2=-78(LC 12)
Max Uplift 2=-24(LC 14), 6=-24(LC 15)
Max Grav 2=453(LC 2), 6=453(LC 2)


FORCES. (lb) - Max. Comp./Max. Ten. - All forces 250 (lb) or less except when shown.
TOP CHORD 2-4=-463/339, 4-6=-463/339
BOT CHORD 2-8=-184/298, 6-8=-184/298


NOTES-
1) Unbalanced roof live loads have been considered for this design.
2) Wind: ASCE 7-16; Vult=120mph (3-second gust) Vasd=95mph; TCDL=6.0psf; BCDL=6.0psf; h=25ft; Cat. II; Exp B; Enclosed;


MWFRS (envelope) gable end zone and C-C Exterior(2E) -0-10-8 to 2-1-8, Interior(1) 2-1-8 to 5-0-0, Exterior(2R) 5-0-0 to 8-0-0,
Interior(1) 8-0-0 to 10-10-8 zone; porch left and right exposed;C-C for members and forces & MWFRS for reactions shown; Lumber
DOL=1.60 plate grip DOL=1.60


3) TCLL: ASCE 7-16; Pr=20.0 psf (roof LL: Lum DOL=1.15 Plate DOL=1.15); Pg=15.0 psf; Pf=11.6 psf (Lum DOL=1.15 Plate
DOL=1.15); Is=1.0; Rough Cat B; Partially Exp.; Ce=1.0; Cs=1.00; Ct=1.10


4) This truss has been designed for greater of min roof live load of 12.0 psf or 1.00 times flat roof load of 11.6 psf on overhangs
non-concurrent with other live loads.


5) This truss has been designed for a 10.0 psf bottom chord live load nonconcurrent with any other live loads.
6) * This truss has been designed for a live load of 20.0psf on the bottom chord in all areas where a rectangle 3-6-0 tall by 2-0-0 wide


will fit between the bottom chord and any other members.
7) One H2.5A Simpson Strong-Tie connectors recommended to connect truss to bearing walls due to UPLIFT at jt(s) 2 and 6. This


connection is for uplift only and does not consider lateral forces.
8) This truss is designed in accordance with the 2018 International Residential Code sections R502.11.1 and R802.10.2 and


referenced standard ANSI/TPI 1.


January 27,2022







Design valid for use only with MiTek® connectors. This design is based only upon parameters shown, and is for an individual building component, not 
a truss system. Before use, the building designer must verify the applicability of design parameters and properly incorporate this design into the overall 
building design.  Bracing indicated is to prevent buckling of individual truss web and/or chord members only.  Additional temporary and permanent bracing 
is always required for stability and to prevent collapse with possible personal injury and property damage.  For general guidance regarding the 
fabrication, storage, delivery, erection and bracing of trusses and truss systems, see ANSI/TPI1 Quality Criteria, DSB-89 and BCSI Building Component


available from Truss Plate Institute, 2670 Crain Highway, Suite 203 Waldorf, MD 20601Safety Information


WARNING - Verify design parameters and READ NOTES ON THIS AND INCLUDED MITEK REFERENCE PAGE MII-7473 rev. 5/19/2020 BEFORE USE.
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Plate Offsets (X,Y)--  [2:0-3-4,0-0-2], [8:0-3-4,0-2-2]


LOADING (psf)
TCLL (roof)
Snow (Pf/Pg)
TCDL
BCLL
BCDL


20.0
11.6/15.0


10.0
0.0  *


10.0


SPACING-
Plate Grip DOL
Lumber DOL     
Rep Stress Incr
Code


2-0-0
1.15
1.15
YES


IRC2018/TPI2014


CSI.
TC
BC
WB
Matrix-S


0.05
0.03
0.03


DEFL.
Vert(LL)
Vert(CT)
Horz(CT)


in
-0.00
-0.00
0.00


(loc)
8
9
8


l/defl
n/r
n/r
n/a


L/d
120
120
n/a


PLATES
MT20


Weight: 53 lb  FT = 20%


GRIP
197/144


LUMBER-
TOP CHORD 2x4 SP No.2 or 2x4 SPF No.2
BOT CHORD 2x4 SP No.2 or 2x4 SPF No.2
OTHERS 2x4 SP No.3
SLIDER Left 2x4 SP No.3 1-0-11, Right 2x4 SP No.3 1-0-11


BRACING-
TOP CHORD Structural wood sheathing directly applied or 6-0-0 oc purlins.
BOT CHORD Rigid ceiling directly applied or 10-0-0 oc bracing.


REACTIONS. All bearings 9-8-0.
(lb) - Max Horz 2=-78(LC 12)


Max Uplift   All uplift 100 lb or less at joint(s) 2, 8, 13, 14, 11, 10
Max Grav   All reactions 250 lb or less at joint(s) 2, 8, 12, 13, 14, 11, 10


FORCES. (lb) - Max. Comp./Max. Ten. - All forces 250 (lb) or less except when shown.


NOTES-
1) Unbalanced roof live loads have been considered for this design.
2) Wind: ASCE 7-16; Vult=120mph (3-second gust) Vasd=95mph; TCDL=6.0psf; BCDL=6.0psf; h=25ft; Cat. II; Exp B; Enclosed;


MWFRS (envelope) gable end zone and C-C Corner(3E) -0-10-8 to 2-1-8, Exterior(2N) 2-1-8 to 5-0-0, Corner(3R) 5-0-0 to 8-0-0,
Exterior(2N) 8-0-0 to 10-10-8 zone; porch left and right exposed;C-C for members and forces & MWFRS for reactions shown;
Lumber DOL=1.60 plate grip DOL=1.60


3) Truss designed for wind loads in the plane of the truss only.  For studs exposed to wind (normal to the face), see Standard Industry
Gable End Details as applicable, or consult qualified building designer as per ANSI/TPI 1.


4) TCLL: ASCE 7-16; Pr=20.0 psf (roof LL: Lum DOL=1.15 Plate DOL=1.15); Pg=15.0 psf; Pf=11.6 psf (Lum DOL=1.15 Plate
DOL=1.15); Is=1.0; Rough Cat B; Partially Exp.; Ce=1.0; Cs=1.00; Ct=1.10


5) This truss has been designed for greater of min roof live load of 12.0 psf or 1.00 times flat roof load of 11.6 psf on overhangs
non-concurrent with other live loads.


6) Gable studs spaced at 2-0-0 oc.
7) This truss has been designed for a 10.0 psf bottom chord live load nonconcurrent with any other live loads.
8) * This truss has been designed for a live load of 20.0psf on the bottom chord in all areas where a rectangle 3-6-0 tall by 2-0-0 wide


will fit between the bottom chord and any other members.
9) 


10) Non Standard bearing condition.  Review required.
11) This truss is designed in accordance with the 2018 International Residential Code sections R502.11.1 and R802.10.2 and


referenced standard ANSI/TPI 1.


n/a


January 27,2022







Design valid for use only with MiTek® connectors. This design is based only upon parameters shown, and is for an individual building component, not 
a truss system. Before use, the building designer must verify the applicability of design parameters and properly incorporate this design into the overall 
building design.  Bracing indicated is to prevent buckling of individual truss web and/or chord members only.  Additional temporary and permanent bracing 
is always required for stability and to prevent collapse with possible personal injury and property damage.  For general guidance regarding the 
fabrication, storage, delivery, erection and bracing of trusses and truss systems, see ANSI/TPI1 Quality Criteria, DSB-89 and BCSI Building Component


available from Truss Plate Institute, 2670 Crain Highway, Suite 203 Waldorf, MD 20601Safety Information


WARNING - Verify design parameters and READ NOTES ON THIS AND INCLUDED MITEK REFERENCE PAGE MII-7473 rev. 5/19/2020 BEFORE USE.
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Plate Offsets (X,Y)--  [2:0-0-0,0-0-0], [3:0-2-0,Edge]


LOADING (psf)
TCLL (roof)
Snow (Pf/Pg)
TCDL
BCLL
BCDL


20.0
11.6/15.0


10.0
0.0  *


10.0


SPACING-
Plate Grip DOL
Lumber DOL     
Rep Stress Incr
Code


2-0-0
1.15
1.15
YES


IRC2018/TPI2014


CSI.
TC
BC
WB
Matrix-S


0.14
0.18
0.03


DEFL.
Vert(LL)
Vert(CT)
Horz(CT)


in
n/a
n/a


0.00


(loc)
 - 
 - 
5


l/defl
n/a
n/a
n/a


L/d
999
999
n/a


PLATES
MT20


Weight: 36 lb  FT = 20%


GRIP
244/190


LUMBER-
TOP CHORD 2x4 SP No.3
BOT CHORD 2x4 SP No.3
OTHERS 2x4 SP No.3


BRACING-
TOP CHORD Structural wood sheathing directly applied or 6-0-0 oc purlins.
BOT CHORD Rigid ceiling directly applied or 10-0-0 oc bracing.


REACTIONS. All bearings 10-2-15.
(lb) - Max Horz 1=-62(LC 10)


Max Uplift   All uplift 100 lb or less at joint(s) 6, 7
Max Grav   All reactions 250 lb or less at joint(s) 1, 5 except 6=255(LC 26), 7=256(LC 25)


FORCES. (lb) - Max. Comp./Max. Ten. - All forces 250 (lb) or less except when shown.


NOTES-
1) Unbalanced roof live loads have been considered for this design.
2) Wind: ASCE 7-16; Vult=120mph (3-second gust) Vasd=95mph; TCDL=6.0psf; BCDL=6.0psf; h=25ft; Cat. II; Exp B; Enclosed;


MWFRS (envelope) gable end zone and C-C Exterior(2E) 0-5-12 to 3-5-12, Interior(1) 3-5-12 to 5-1-7, Exterior(2R) 5-1-7 to 8-1-7,
Interior(1) 8-1-7 to 9-9-2 zone;C-C for members and forces & MWFRS for reactions shown; Lumber DOL=1.60 plate grip DOL=1.60


3) TCLL: ASCE 7-16; Pr=20.0 psf (roof LL: Lum DOL=1.15 Plate DOL=1.15); Pg=15.0 psf; Pf=11.6 psf (Lum DOL=1.15 Plate
DOL=1.15); Is=1.0; Rough Cat B; Partially Exp.; Ce=1.0; Cs=1.00; Ct=1.10


4) Gable requires continuous bottom chord bearing. 
5) This truss has been designed for a 10.0 psf bottom chord live load nonconcurrent with any other live loads.
6) * This truss has been designed for a live load of 20.0psf on the bottom chord in all areas where a rectangle 3-6-0 tall by 2-0-0 wide


will fit between the bottom chord and any other members.
7) 


8) This truss is designed in accordance with the 2018 International Residential Code sections R502.11.1 and R802.10.2 and
referenced standard ANSI/TPI 1.


n/a


January 27,2022







Design valid for use only with MiTek® connectors. This design is based only upon parameters shown, and is for an individual building component, not 
a truss system. Before use, the building designer must verify the applicability of design parameters and properly incorporate this design into the overall 
building design.  Bracing indicated is to prevent buckling of individual truss web and/or chord members only.  Additional temporary and permanent bracing 
is always required for stability and to prevent collapse with possible personal injury and property damage.  For general guidance regarding the 
fabrication, storage, delivery, erection and bracing of trusses and truss systems, see ANSI/TPI1 Quality Criteria, DSB-89 and BCSI Building Component


available from Truss Plate Institute, 2670 Crain Highway, Suite 203 Waldorf, MD 20601Safety Information


WARNING - Verify design parameters and READ NOTES ON THIS AND INCLUDED MITEK REFERENCE PAGE MII-7473 rev. 5/19/2020 BEFORE USE.
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LOADING (psf)
TCLL (roof)
Snow (Pf/Pg)
TCDL
BCLL
BCDL


20.0
11.6/15.0


10.0
0.0  *


10.0


SPACING-
Plate Grip DOL
Lumber DOL     
Rep Stress Incr
Code


2-0-0
1.15
1.15
YES


IRC2018/TPI2014


CSI.
TC
BC
WB
Matrix-P


0.31
0.17
0.03


DEFL.
Vert(LL)
Vert(CT)
Horz(CT)


in
n/a
n/a


0.00


(loc)
 - 
 - 
3


l/defl
n/a
n/a
n/a


L/d
999
999
n/a


PLATES
MT20


Weight: 25 lb  FT = 20%


GRIP
244/190


LUMBER-
TOP CHORD 2x4 SP No.3
BOT CHORD 2x4 SP No.3
OTHERS 2x4 SP No.3


BRACING-
TOP CHORD Structural wood sheathing directly applied or 6-0-0 oc purlins.
BOT CHORD Rigid ceiling directly applied or 10-0-0 oc bracing.


REACTIONS.     (size) 1=7-2-3, 3=7-2-3, 4=7-2-3
Max Horz 1=-42(LC 12)
Max Uplift 1=-17(LC 14), 3=-23(LC 15)
Max Grav 1=135(LC 2), 3=135(LC 2), 4=233(LC 2)


FORCES. (lb) - Max. Comp./Max. Ten. - All forces 250 (lb) or less except when shown.


NOTES-
1) Unbalanced roof live loads have been considered for this design.
2) Wind: ASCE 7-16; Vult=120mph (3-second gust) Vasd=95mph; TCDL=6.0psf; BCDL=6.0psf; h=25ft; Cat. II; Exp B; Enclosed;


MWFRS (envelope) gable end zone and C-C Exterior(2E) zone;C-C for members and forces & MWFRS for reactions shown;
Lumber DOL=1.60 plate grip DOL=1.60


3) TCLL: ASCE 7-16; Pr=20.0 psf (roof LL: Lum DOL=1.15 Plate DOL=1.15); Pg=15.0 psf; Pf=11.6 psf (Lum DOL=1.15 Plate
DOL=1.15); Is=1.0; Rough Cat B; Partially Exp.; Ce=1.0; Cs=1.00; Ct=1.10


4) Gable requires continuous bottom chord bearing. 
5) This truss has been designed for a 10.0 psf bottom chord live load nonconcurrent with any other live loads.
6) * This truss has been designed for a live load of 20.0psf on the bottom chord in all areas where a rectangle 3-6-0 tall by 2-0-0 wide


will fit between the bottom chord and any other members.
7) 


8) This truss is designed in accordance with the 2018 International Residential Code sections R502.11.1 and R802.10.2 and
referenced standard ANSI/TPI 1.


n/a


January 27,2022







Design valid for use only with MiTek® connectors. This design is based only upon parameters shown, and is for an individual building component, not 
a truss system. Before use, the building designer must verify the applicability of design parameters and properly incorporate this design into the overall 
building design.  Bracing indicated is to prevent buckling of individual truss web and/or chord members only.  Additional temporary and permanent bracing 
is always required for stability and to prevent collapse with possible personal injury and property damage.  For general guidance regarding the 
fabrication, storage, delivery, erection and bracing of trusses and truss systems, see ANSI/TPI1 Quality Criteria, DSB-89 and BCSI Building Component


available from Truss Plate Institute, 2670 Crain Highway, Suite 203 Waldorf, MD 20601Safety Information


WARNING - Verify design parameters and READ NOTES ON THIS AND INCLUDED MITEK REFERENCE PAGE MII-7473 rev. 5/19/2020 BEFORE USE.
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10.0
0.0  *


10.0


SPACING-
Plate Grip DOL
Lumber DOL     
Rep Stress Incr
Code


2-0-0
1.15
1.15
YES


IRC2018/TPI2014


CSI.
TC
BC
WB
Matrix-P


0.08
0.05
0.02


DEFL.
Vert(LL)
Vert(CT)
Horz(CT)


in
n/a
n/a


0.00


(loc)
 - 
 - 
3


l/defl
n/a
n/a
n/a


L/d
999
999
n/a


PLATES
MT20


Weight: 13 lb  FT = 20%


GRIP
244/190


LUMBER-
TOP CHORD 2x4 SP No.3
BOT CHORD 2x4 SP No.3
OTHERS 2x4 SP No.3


BRACING-
TOP CHORD Structural wood sheathing directly applied or 4-2-15 oc purlins.
BOT CHORD Rigid ceiling directly applied or 10-0-0 oc bracing.


REACTIONS.     (size) 1=4-2-3, 3=4-2-3, 4=4-2-3
Max Horz 1=-22(LC 10)
Max Uplift 1=-9(LC 14), 3=-12(LC 15)
Max Grav 1=70(LC 2), 3=70(LC 2), 4=122(LC 2)


FORCES. (lb) - Max. Comp./Max. Ten. - All forces 250 (lb) or less except when shown.


NOTES-
1) Unbalanced roof live loads have been considered for this design.
2) Wind: ASCE 7-16; Vult=120mph (3-second gust) Vasd=95mph; TCDL=6.0psf; BCDL=6.0psf; h=25ft; Cat. II; Exp B; Enclosed;


MWFRS (envelope) gable end zone and C-C Exterior(2E) zone;C-C for members and forces & MWFRS for reactions shown;
Lumber DOL=1.60 plate grip DOL=1.60


3) TCLL: ASCE 7-16; Pr=20.0 psf (roof LL: Lum DOL=1.15 Plate DOL=1.15); Pg=15.0 psf; Pf=11.6 psf (Lum DOL=1.15 Plate
DOL=1.15); Is=1.0; Rough Cat B; Partially Exp.; Ce=1.0; Cs=1.00; Ct=1.10


4) Gable requires continuous bottom chord bearing. 
5) This truss has been designed for a 10.0 psf bottom chord live load nonconcurrent with any other live loads.
6) * This truss has been designed for a live load of 20.0psf on the bottom chord in all areas where a rectangle 3-6-0 tall by 2-0-0 wide


will fit between the bottom chord and any other members.
7) 


8) This truss is designed in accordance with the 2018 International Residential Code sections R502.11.1 and R802.10.2 and
referenced standard ANSI/TPI 1.


n/a


January 27,2022
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